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Chapter 1 : 
Getting Started 



Congratulations on your purchase of this HP PKotosmart 
digital caniero! This camera has many features to enhance 
your picture-taking experience, including 7 shooting modes, 
HP Instant Shore, direct printing copobility, monuol ond 
automotic contn^ls, on-comera Help, orKl an optional 
camera dock. 

With HP Instant Shore, you can easiiy select images in your 
camera to be autofnotically sent to your favorite destinations 
(sudi OS e-maif oddresses ond online albums] the next time you 
connect the comero to your computer. Your friends ond family 
can easily receive and view your pictures in e-mail without 
being burdened by lorge file ottochments. And with the direct 
printing capability, you can easily select images in your 
camera to be outomotically printed the next lime you conned 
tfie camera to your computer or directly to any HP PhotoSmart 
printer or PidBridge-compatible printer without ever connecting 
to your computer. 

To further en ho nee your experience, 
you con purchose an HP PhotoSmart 
M-series dock. The camero dock 
allows you to easily tronsfer imoges to 
a computer, send imoges to a printer 
or television, ond recfkorge Nickel Metal Hydride (NiMH) 
batteries in your camera. The dock also provides a convenient 
home for your camera. 




Chapter 1: Gettirtg Started 



9 



Setup 

To locate a pari on your camera (such as a button or o light) 
while following the instrudions in this section, see Camera 
Paris on page 1 6. 

Attaching the Wrist Strap 

Attach the wrist strap to 

the wrist strap mount on 
the side of the camera 
as shown. 



installing the Batteries 

1 Open the Battery/Memory card door on 
the side of the camera by sliding the door 
down towond the bottom of the camera. 

2 Insert the batteries as indicated inside 
the door. 

3 If you want to instoll an optionol memory 
card, leave the Battery/Memory cond 
door open and go on to Installing a 
Memory Card (Optional] on page 11. 

However, if you do not have on optiorKil 
memory cord to install, close the ESattery/ 
Memory card door by pushing the door down ond sliding 
ihe door toward the top of the camera until the door latches. 
Then skip to Turning on Power on page 12. 
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NOTE Digital cameros use bolteries o1 o much faster rale l^han 
film cameras. Baflery life in digital cameras can be 
measured in hours and minutes of use rather than the 
years more typical of film comeros. Battery life moy also 
vary dniimatically frctm one user to another and from one 
battery type to another, depending on what modes the 
camera is being used in iTK>st frequently. For hints on 
optimizing battery perfonnance, see Appendix A: 
Managing Battens on page 1 29. 

NOTE You can also use an optional HP AC power adapter to 
power the camera. If you use rechargeable NiMH 
batteries, you can recharge the batteries in the camera 
using the optional HP AC power adopter or optional 
HP PhotoSmart M-series dock, or rechorge tfte batteries 
seporatefy in the optional HP Photosmart Quick 
Rechorger. For more information, see Appendix B: 
Purdiosing Camera Ac^ssori^ on page 1 39- 

Installlng a Memory Card (Optional) 

If you do not have an optional memory cord to install, skip this 
section and go on to the next section. Turning on Power on 

page 1 2, 

Your camera contains internal mefnory that allows you to store 

images ond video clip^. However, you con use a memory cord 
(purchased separately) instead to store images and video clips- 
For more information about supported memory cards, see 
Storage on page 145. 

When you install a memory card in the camera, all new 
images and video dips will be stored on the cord. Tfie 
camera's internol memory is only used wf^n tftere is no 
memory card in the camera- 
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1 With the Ballery /Memory card door 
open, inserl ihe memory cord in ihe 
small slot below ihe batteries, with 
the notched side of the cord going in 
first, OS shown. The cord only fits one 
way; do not force it. Make sure the 
memory card snaps into place. 

2 Close the Battery/Memory cord door 
by pushing the door down ond 
sliding the door toward the top of the 
comero until the door latches. 

To remove the memory card from the 
camera, first Jurn the camera off. Then open the BaJtery/ 
Memory card door, press down on the lop edge of the memory 
card, and it will spring outward from the sloL 

Turning on Power 

Turn the camera on by sliding the ^ ON/OFF switch to the 
right ond ihen releasing it. 

The lens extends ond the Power light to the left of the ^ ON/ 
OFF swilch turns on solid green. The HP logo also displays on 
the Image Display as the camera powers up. 




12 



HP PhotoSmart M407 User's Manual 




Choosing fhe Language 

The first Mme you turn the camera on, ihe following screen 
appears and pn^mpts you to choose a languoge. 

1 Scroll lo the language that you 
want by using the ^ ► 
buttons on tfie Contnaller (::.). 

2 Press the Menu/OK button to select 
the highlighted longuage. 

NOTE If you need to change the 

language later, you con do this with the Language setting 
in the Setup menu. See Chapter 6: Using the Setup Menu 
on page 79. 

Setting the Date and Time 

The camera has a clock thot records the dote and time at which 
you take each picture. This information is recorded in the 
image properties, which you can see when viewing the image 
on your computer You can olso choose to hove the dote and 
time imprinted on the image (see Date & Time Imprint on 
page 51 ). 

The first time you turn the camera on, a Date & Time screen 
appears after you choose the language, prompting you to set 
the dote and time. 

1 Adjust the value of the highlighted 
selection by using the >^ 
buttons. 

2 Press the 4 ^ buttons to move to 
the other selections. 



; 10 change va'ue 
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3 Repeal steps 1 ond 2 unMl ihe correct date/time format, 
date, and time are set. 

4 Press ihe Meno/OK button when you hove entered the 
proper volues for the date and time. A confirmation screen 
appears, asking if the correct date and time have been set. 

5 If the date and time are correct, press the Menu/OK button 
to select Yes. 

If the date ond time are Incorrect, press the button to 
highlight No, and then press the Menu/OK button. The 
Date & Time screen appears again. Repeat steps 1 through 
5 to set the correct dote and time. 

NOTE If you need to change the date and time settings later, 
you can do this with the Date & Time setting in the Sehjp 
menu. See Chapter 6: Using the Setup Menu on page 79. 

Installing the Software 

The HP Image Zone software allows you To tnansfer images 
from the camera, and then view, edit, print, or e-mail them. It 
also allows you to configure the HP Instant Share menu on the 
camera. 

NOTE If you do not Install the HP Image Zone software, you 
con shil use the camera, but certain features will be 
affected. For details, see Using Your Camera withoirf 
Instolling the HP Image Zone Software on page 89. 

Windows® 

In order for the HP Image Zone software to install successfully, 
you must hove installed at least Internet Explorer 5.5 Service 
Pack 2 on Windows 2000, XP, 98, 98 SE, or Me. [Internet 
Explorer 6 is recommended.) 
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1 Close oil programs and tempororily disoble any virus 
proledion soWoie running on your computer, 

2 Insert fhe HP Image Zone software CD into the CD drive of 

your computer. Follow the instructions in the installotion 

screen thot outomotically appears. 

NOTE \\ the instollation screen does not appear, dick Start, 
click Run, type D:\Setup.exe, where D is the letter of your 

CD drive, then click OK. 

NOTE If you hove trouble installing or using the HP Image 
Zone sofhvare, see the HP Customer Support website: 
www.hp.com/support for more information. 

Macintosh 

1 Close all programs and temporarily disable any virus 
protection software running on your computer 

2 Insert the HP Image Zone software CD into tfie CD drive of 
your computer. 

3 DouWe-dick the CD icon on tfie computer desktop. 

4 Double-click the installer icon, and then follow^e on-screen 

instructions to instafl the software. 

NOTE Before you con tniinsfer images irom the camera lo 
your Macintosh computer with the HP Image Zone 
software, or to take advantage of the HP Instant Share 
functionality, you must first dion^ tfie USB ConliguraNon 
setting to Disk Drive on the camera. See Chapter 6: Using 
the Setup Menu on page 79. 

NOTE If you have trouble installing or using the HP Image 
Zone software, see the HP Customer Support website: 
www.hp.coni/support for more information. 
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User Manual on the CD 

A copy of this comero User's Monuof in severol different 
languages is located on the HP Image Zone software CD. To 
view your camera User's Manual: 

1 Insert ttie HP Image Zone software CD into the CD drive of 
your computer. 

2 On Windows: Click View User's Manual on tfie Main page 
of the CD installation screen to view ^e User's Manual. 

On Macintosh; Look in the readme file in the docs fofder of 
(he HP Image Zone software CD to locate the User's Manual 
in your language. 

Camera Parts 

Refer to the pages in parentheses after the part names in the 
follcwing tables for more information about tfK)se parts- 

Baclc and First Side of tlie Camera 



14 15 16 17 
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# 


Na me 


Description 


1 


Power lighf 


• Solid— Catnsra is on. 

• Blinking rapidly— Co mem is shutting 
down due to lock of battery power. 

• Blinking sicjwiy— Camera is charging 
the batteries using the optional HP AC 
power adopter or the optional 

HP Pholosmart M-series dock. 

• Off— Camera is off. 


2 


^ ON/OFF 
swikh (page 12] 


Turns the camera power on and off. 


3 


Zoom lever 
(poge 35] 


• M Zoom Out— While taking still 
pictures, zooms out the lens lo the wide 
angle position. 

• EE: Thumbnails —While in Playback, 

□Hows you to view still images ond the 
first frames of video dips arranged in a 
matrix of nine thumbnail images per 
screen. 

• ♦ Zoom In— While toking still pictures, 
zooms in the lens to the telephoto 
position. 

• ^ Magnify— While in PJaybadt, allows 
you to magnify o still image. 


4 


WrisJ sJrop mounJ 
(page 10) 


Allows you to attach □ wrist strap to the 
camera. 


5 


Memory lighf 


• Blinking rapidly— Come is writing to 
either the internal memory or on 
optional memory cord that is instolled. 

• Off— Comero is not writing to memory 
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# 


Na me 


Description 


6 


Ba he ry/ Memory 
cord door 
(pages 10, 11] 


Allows access to insert and remove \Ue 
balteries and an optional memory card. 


7 


Meng/OK buHon 
(pages 44, 58) 


Allows you lo display the Capfure 
and Playback menus and to select menu 
opiions and confirm certoin actions on 
the Image Display. 


8 


^ Controller 
with and 
^ ^ buhons 


Allows you lo scroll through menus and 
images on the Imoge Disploy. 


9 


Image Display 
(page 30) 


Allows you \o frame pictures and video 
clips using Live View and review them 
afterword in Playback, and to view all 

the menus. 


10 


H/^ 

HP Instant Share/ 
Print button 

(page 63) 


Turns \\\e HP Instanl" Share Menu on and 
off on the Image Display. 


11 


CD TImer/Bursf 
button 

(pages 41, 43) 


Allows you lo select between the Normal, 
Self-Timer, Self-Timer - 2 Shots, and BursJ 
settings. 


12 


MODE button 
[page 38) 


Allows you lo selecl between different 
shooling modes for taking slill piclures. 


1 J 


^ Flash button 
(page 37) 


Allows you to selecl between the differeni 
flash settings. 


14 


Viewfi nder 
(poge 27] 


Allows you lo frame the subject of your 
piclures or video clips. 
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# 


No me 


Description 


15 


Viewfindw lighfe 


• "0 solid red— Video is reconding. 

• AF solid green— When you press the 
Shutter button halfway down, ihis light 
turns or solid when ihe camera is ready 
to lake a pictjre {ajlo exposure and 
ajlo Eocus ore locked, and the liosh is 
ready). Or when you press ihe Shutter 
button oH the way down lo lake a 
picture, ihis light tjrns on solid lo 
indicate that oulo exposure ond auto 
focjs were successful. 

• AF blinking green— When yoj press the 
Shutter button halfway down or all the 
way down, either o Eocus error occurred, 
ttie flash is still charging, or the camen^ 
is processing a piclure [see the NOTE 
below). 

• Both 'S' and AF blinking— An error 
has occurred ibol prevents ibe camera 
from taking the picture [see the NOTE 
below). 

NOTE IE an error prevents □ picture 
frorr being token, then an error 
message will oppear on tfie Image 
Display. See Error Messages on tfie 
Camera on page 109. 


16 


O Live View 
button [page 30) 


lurns Uve View on and ott on the Image 
Display. 


1 / 


□ Playback 

button (page 53) 


T dI L 1 J U lL. 1 

lurns Playback on and ott on Ihe Image 
Display. 
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Front, Second Side, and Bottom of 
the Camera 




# 


Nome 




IT 

1 


Mkrc>phc>ne 
(page 28} 


Records sound for audio dips that ore 
attached to still imoges, and tor the audio 
portion video dips. 


2 


Selt-Timer/Video 
ligh} (page 41) 


Blinks during the count-down befoie taking 

o picture or recordrng video when the 
camera is set to Self-Timer or Self-Timer - 
2 shots. Also turns on solid when 
recording video. 


3 


Flash 
(page 37) 


Provides additional light lo improve 
pidure-taking. 
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# 


Name 


Description 


4 


^ Power 

□ da pter con nector 


Allows you \o connect an optional HP AC 
power adapter to the comero lo eilher 
operate the comero withouJ batteries, or 
recharge NiMH rechargeable batteries in 
\he camera. 


5 


*^ USB 

connedor 
(pages 73, 75) 


Allows you to connect a USB coble from 
\he camera to a USB-enabled computer or 
any HP Photosmart printer or PictBridge- 
compalible printer 


6 


Tripod mount 


Allows you !o mouni the camera on a 
tripod. 


7 


Camera dock 
connector 
(page 140] 


Allows you to connect the comero to the 
optional nr r^holosmart M-series dock. 
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Top of the Camera 

1 2 






Name 


Description 


1 


Shutter button 

[pages 27, 28) 


Takes o picture and records audio. 


2 


tr" Video button 
(page 29] 


Starts and slops recording a video clip. 



Camera States 

Your camera has two main slates that allow you to complete 
certain tasks. Each of these states has an associated menu lhat 
you can use to odjusl camera settings or perform tasks in that 
state. See the following section, Camera Menus. 

Q Capture— Allows you to take still pictures and record video 
clips. For information about using Capture, see Chapter 2: 
Taking Pictures and Recording Video Clips on page 27. 

□ Playback— Allows you to review the still images ond video 
clips tfiot you capture. For information about using Playback, 
see Chapter 3: Reviewing Images and Video Clips on 
page 53. 
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Camera Menus 



' CapbjrH Msfu 



Your camera has five menus fhat, when accessed, appear in 
the Image Display on the back of the camera. When any menu 
is displayed, you can then access the other menus by using the 
menu tabs at ihe top of the screen. To display another menu, 
u^e the ^ ^ buttons to move to the menif tab for that menu. 

To display the Capture Menu 
press the Live View Q button to turn 
Live View on, then press ihe Menu/ 
OK button. If Live View is already on, 
simply press the Menu/OK button. 
For information about using this 
menu, see Using the Capture Menu 
on page 44. 

To display the Ployback Menu 
press the Menu/OK button while you 
ore in Playback. If you are not 
currently in Playback, press the 
Playback □ button first, then press 
the Menu/OK button. For 
information about using this menu, 
see Using the Playback Menu on page 58. 





To display the HP Instant Share 
Menu press the HP Instant 
Share/Print H/^ button. For 
information about using this menu, 
see Using the HP Instant Share Menu 
on page 64. 
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NOTE To use the HP Instant Share Menu 0 to send images 
to desMnahons other thon printers (such os to email 
addresses or ortier online services), you must first set up 
the menu. See Setting Up Destinafions in riie HP Instant 
Share Menu on page 65. 

To display the Setup Menu first 
access either the Capture, Playback, 
or HP Insfant Share menu, then use 
the i ^ buttons to move to rfie menu 
tab for the Setup Menu ^. For 
information about using ihe SeKjp 
Memj see Chapter 6: Using Ihe 
Sehjp Menu on page 79. 

To display the Help Menu @, first 
access either the Capture, Playback, 
or HP Instant Shore menu, then use 
the 4 ^ buttons to move to Jhe menu 
tab for the Help Menu @' 
information about using the Help 
Menu @, see the next section. 

Using the Help Menu 

The Help Menu @ provides helpful information and Mps for 
using your comena. 

1 Use the ^ ^ buttons to move across the menu tabs to the 
Heip Menu © tab. The Help Menu © displays in the 
Image Display. 

2 Use the buttons to highlight the Help topic you wont 
to read. 
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3 Press the Meno/OK burton to dlaploy ihe Help topic. 

4 Use the ,a buttons to scroll through the Help topic to 
read it. 

5 Press the Menu/OK button to exit the Help topic and return 
to the Help Menu @. 

Camera Status Screen 

A status screen appeors for a few 
seconds in the Image Display any 
time you press the Flash MODE, or 
Timer/Burst li) buttons when Live 
View is off. 

As shown in the example here, a text 
description of the current setting for the button that was just 
pressed appears at the top of the screen. Beneath thot, icons 
for the current flash, shooting mode, and timer/burst settings 
are shown, with the icon for the button thot wos just pressed 
highlighted. The bottom portion of the screen shows whether a 
memory card is installed (indicated by the SD icon), power 
indicator (such as the low baltery le^^l indicator; see Powar 
Indicators on page 1 33], the number of pictures remaining, 
and the Image Quality setting [indicated in the example by 
the 4MP). 
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Restoring Previous Settings 

The flash, shooHng mode, and timer/burst settings, as well as 
some of the Capture Menu seltings thai you change fn^m their 
default seltings, reset to their default values after you turn the 
camera off. However, you can restore ihe non-default settings 
from the lost time ihe camera was on by holding down the 
Menu/OK button while sliding the ^ ON/OFF switch to turn 
the camera on. Tfie icons for the restored settings ore then 
displayed in the Live View screen. 
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Chapter 2: 

Taking Pictures and 

Recording Video Clips 

Taking Still Pictures 

You can take a picture almost any time the comero is on, 
regardless of what is being shown on the Image Display, For 
example, if a menu is currently displayed when you press the 
Shutter button, the menu will be canceled, and the camera will 
take a picture. To take a still picture: 

1 Frame ^e subject for your picture 
in the viewfinder. 

2 Hold the camera steady 
(especially if using zoom) and 
press the Shutter button on the top 
of the camera halfway down. The 
camera measures and then locks the focus and exposure 
{the AF viewfinder light turns on solid green when focus is 
locked - see Using Auto Focus an page 32 for detoils). 

3 Press the Shutter button all the way down to take the 
picture. You will hear a shutter dick when the camera takes 
the picture. 

After a picture is Taken, the image appears for several seconds 
on the image Display. This is called Instant Review. You can 
delete tfie image during Instant Rsview by pressing the 
Menu/OK button. 

You con use Playback to review the pictures you have taken. 
See Using Playback on page 53. 
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Recording Audio with Still Pictures 

There are two ways \o artach an audio clip to a still picture: 

■ Add an audio clip to the picture later, or replace the 
audio clip that was captured when the picture was taken. 
For details on how to do this, see Record Audio on 
page 61. 

■ Record the audio while you ore taking the picture, as 
explained in this section. You will not be able to use this 
method when using the Self-Timer or Burst settings. 

An audio dip can be as long as you like or until the camera 
runs ou\ of memory, whichever happens first. 

1 Press the Shutter button all the woy down to take the picture. 

2 Continue to hold the Shutter button down to record the 
audio clip. A microphone icon ig. and audio counter appear 
on the Image Display during recording. 

3 To stop recording audio, release the Shutter button. 

Audio recording stops when you release the Shutter button; 
otherwise, the audio will conlinue recording until the camera 
runs out of memory. After recording has stopped, the image is 
displayed for several seconds in Instant Review on the Image 
Display You con delete the image and the audio dip thai is 
attached lo the image during Instant Review by pressing the 
Menu/OK button. 

To delete or record a new audio dip, use the Record Audio 
option rn the Playback menu. See Record Audio on page 61 . 
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NOTE To hear audio dips lhaf have been ollached fo your sfill 
images, you must use o computer or television [TV]. If you 
have an optional HP Photosmart M-aeries dock, you con 
review Jhe audio clips by connecting ihe camera to a TV 
via ihe camera dock. To do fhis, see the dock User's 
Manual for instructions. 

Recording Video Clips 

NOTE Zoom is disabled while recording video dips. 
A video clip includes audio. 

1 Frame the subject for your video in the viev/finder. 

2 To slart recording video, press and 
release ihe Video O button on 
the top of the camera. The Video 
■EjI view^inder and Self-Timer/ 
Video lights turn on solid red. If 
Live View is on, a video 'EJ^ icon, 
REC, a video counler, and a 
message instructing how to end the video appear on the 
Image Display. (See Using Live View on page 30.) 

3 To stop recording video, press and release the ^deo 'E? 
button again; otherwise, the video will continue recording 
until the camera runs out of memory. 

NOTE If you have set the camera to Self-Timer or Self-Timer - 
2 Shots (see Using ihe Self-Timer Settings on page 41 ), 
the comera will start recording 10 seconds after you press 
the Video button. However, with the Self-Timer - 2 Shots 
setting, the camera only records one video clip. 
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After recording hos stopped, the lasi frame of ihe video clip 
appears tor several seconds on the image Display, This is 
called Instant Review. You con delete tfie vtdeo dip during 
Instant Review by pressing the Menu/OK button. 

You can use Playback on the camera to review the video dips 
you have recorded. See Using Playback on page 53. 

NOTE To tiear the audio portion of your video clips, you must 
use Q computer or television (TV). If you hove an optional 
HP PhotoSmart M-series dock, you can review the audio 
portion of your video clips by connecting the camera to a 
TV via the comena dock. To do this, see the dock User's 
Manual for instructions. 

Using Live View 

The Iniage Display allows you to frame pictures and video clips 
using Live View. To activate L"ve View from the menus or when 
the Image Display is off, press the Live View D button. To turn 
off Lm View, press the UwViw U button again. 

NOTE Using Liv« View increases the rate of battery dnain. To 

conserve battery power, use the viewfinder instead. 

The following table describes the information that is displayed 
in the Live View screen of the Image Display when the camera 
settings ore ot their default values and on optional memory 
card is installed in the camera. If you change other camera 
settings, icons for those settings will also be displayed in the 
LmViewscFeOT. 
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# 


Icon 


DescripMon 


1 


n 


Indicates that a memory card is installed in the camera 


2 




Power indicator, such as this low battery level indicator 
(see Power Indicators on page 133] 


3 


12 


Remaining pictures count (actual number depends on 
the current Image Quolity settmg and fiow much space 
remains in memory) 


4 


4MP 


Imoge Quolily setting (deloult is 4MP] 


5 


C □ 


Focus brackets (see the following section, Using Auto 
Focus) 
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Focusing the Camera 
Using Auto Focus 

The focus brackets in Jhe Live View screen show the focus 
region for fhe still picture you ore taking or tfie video clip you 
ore recording. (See Using Live Viev/ on page 30.) When you 
press the Shutter button halfway down to take a still picture, Jhe 
camera automaKcally measures and then locks the focus in the 
focus region. The Af viewfinder light turns on solid green and 
the focus brejckets in the L've ^ew screen turn green when the 
camera has found and locked the focus. 

When you have the camera set to any of the shooting modes 
other than Macro ft 1^^^ Using the Shooting Modes on 
page 38), the camera will attempt to auto focus using the 
normal focus range of 0.5 m (20 in) to infinity. However, when 
the camera cannot focus in these shooting modes, one of the 
following will occur: 

• The AF viewfinder light will blink green and the focus 
brockets in Lrve View will turn red. If you press the Shutter 
button oil the way down, the camera will still take the 
picture, but the picture may be out of focus. To focus the 
picture, release the Shutter button, re-frame the subject for 
your picture, and then press the Shutter button halfway 
down again. 
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If the AF viewfinder lighl conMnues to blink green and the 
focus brackets continue to turn red after several tries, there 
may not be enough contrast or light in the focus region. Try 
using a technique called Focus Lock to focus on a higher- 
contrast or brighter object about the same distance away, 
and then, without releasing the Shutter button, point the 
camera ot the subject you were originally trying to 
photograph (see Using Focus Lock on page 34) . You can 
also simply turn on more light, if that is possible. 

• The AF viewfinder light will blink green, the focus brackets 
will turn red, and the Macro icon will blink in the Live 
View screen. In this cose, the camera detects lhat the focus is 
closer than the normal range. The camera will still take the 
picture, but the picture may be out of focus. To focus the 
picture, either move farther away from \he subject you are 
trying to photograph, or set the camera to the Macro 
shooting mode (see Using the ShooUng Modes on 
page 38). 

Finolly, if the camera is set to the Macro ^ shooting mode but 
detects that either the focus is closer or farther away thon the 
Macro range of 0.1 to 0.5 m (4 to 20 in), or there is not 
enough contrast or light in the focus region, both viewfinder 
lights will blink, the focus brackets will turn red, and the 
Macro Jft icon will blink in the Live View screen. In these 
cases, the comero will not take a picture. 

NOTE It is recommended that you not use zoom while in the 
Mocro shooting mode. 
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If the aubiect for tfie picture is not wilhin the Macro range, 
either move farther away from or closer to the subject, or set 
the camera to a shooting mode other than Macro 1^^^ 
Using the ShooUng Modes on page 38). If there is not enough 
contrast or light in the focus region, try using a technique 
called Focus Lock to focus on a higher-contrast or brighter 
object about the same distance owoy, and then, without 
releasing the Shutter button, point the camera ot the subject 
you were originally trying to photograph (see the next section. 
Using Focus Lock). You con also simply turn on more light, if 
that is possible. 

Using Focus Lock 

Focus Lock allows you to focus on a subject that is not in the 
center of the picture, or to capture action shots more quickly by 
pre-focusing in the area where the action will occur. You con 
also use Focus Lock lo help achieve focus in low lighl or low 
contrast situations. 

1 Frame the subject for your picture within the focus brackets. 

2 Press the Shutter button halfway down to lock the focus ond 
exposure. 

3 Continue to hold the Shutter button halfway down while you 
re-frame or adjust your subject for proper positioning. 

4 Press the Shutter button all the woy down to take the picture. 
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Using Zoom 

NOTE The more you zoom in on \he subjed of your picture, 
the more thot small movements of the camera are 
magnified (this is called "camera shake"). So, especially 
at full telephoto zoom (3x), you must hold the camera 
steady in order to take a picture that is not blurry. If an 
icon of a shaking hand (ff ) appears in the b've View 
screen, you should set the camera on a tripod or stable 
surface; otherwise, the picture will likely be blurry. 

Optical Zoom 

NOTE Optical zoom is disabled while recording 
video clips. 

Optical zoom works like the zoom on a tnrjditionol film camera, 
where physical lens elements move inside the comera to make 
the subject of your picture appear closer. 

Press Zoom Out M and Zoom In 4 on the 
Zoom lever to move the lens between wide 
angle (Ix) and telephoto (3x) positions. 

Digital Zoom 

NOTE Digital zoom is disabled while recording 
video clips. 

Unlike optical zoom, digital zoom uses no moving lens 
ports. The camera essentially crops the image to give an 
appearance of the subject of the picture being on additional 
1 .Ix to 6x larger. 

1 Press Zoom In 4 Zoom lever to optically zoom in to 

the maximum level, then release the button. 
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2 Press Zoom In 4 (^gt^in and 
continue to press it until you reach 
the desired size in the Image 
Display. A yellow frame surrounds 
the orea of the image that will be 
captured, ond the image enlarges 
in the yellow frame. 

The resolution number on the right side of the screen also 
becomes smaller as you digitally zoom. For example, 3.3MP 
appears in place of 4MP, indicating lhat the image is being 
reduced to a size of 3.3 Megapixels. 

3 When the image is at the desired size, press the Shutter 
button halfway down to lock focus and exposure, and then 
press it all the way down to take the picture. 

To turn digrlal zoom off and return to optical zoom, press Zoom 
Out M on the Zoom lever until digital zooming stops. Release 
Zoom Out M#, and then press it again. 

NOTE Digital zoom reduces the resolution of an image, so 
your picture will tend lo be more pixilated than the same 
image taken wilh optical zoom. If you just intend to e-mail 
on image or posi it to a website, this loss of resolution will 
probably nol be noticeable; but in situations where the 
highest quality counts (such as printing), limit the use of 
digital zoom. It is also recommended that you use a tripod 
when using digital zoom to ovoid camera shake. 
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Setting the Flash 

The Flash button J allows you to cycle through the flash settings 
on the camera. To change the flash setting, press the Flash ^ 
button until the desired setting appears on Jhe Image Display. 
The following table describes each of the flash settings on 
the camera. 

NOTE The flash is disabled with the Burst setting, Fast Shot 
shooting mode, and while recording video clips. 



Setting 


Description 


Auto Flash 


The camera measures the lighJ level and uses the 
flash if necessary. 


Red-Eye 


TL iL I ■ L I I 1 J .L fl L 

me camera measures the lighJ level and uses the nasti 
with red-eye reduclion if necessary [see the following 
NOTE for a description of red-eye reducNon). 


Flash On 


The camera always uses flash. If ihe light is behind 

your subjecl, you can use this setting to increase the 

light on the front of your subject. This is called "fili- 
al L " 
tiash. 


Flosh Off 

® 


The camera will not use flash, no matter the fighting 
conditions. Use this setting to capture poorly lit 
subjects that are beyond the flash ronge. Exposure 
times may be increased when using this setting, so it is 
recommended that you use a tripod to avoid camera 
shake. 


Night 


The camera uses the flash wilh red-eye reduction \{ 
necessory to illuminate objects in the foreground (see 
the following NOTE for a description of red-eye 
reduction). The camera then continues to expose as if 
the flash had not been used^ to gather the 
bockg round. 
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NOTE The red-eye phenomenon is caused by light from ihe 
flash reflecting off the subjects' eyes, which sometimes 
makes a humon's or onimars eyes appear red in the 
captured image. When you use a flash setting with red- 
eye reduction, the comera fleshes quickly three times to 
minimize the red-eye in the coptured images of humans or 
animals before the camera uses the main flash. It will take 
longer to take a picture using red-eye reductton, because 
the shutter is deloyed for the additional ffoshes. fn turn, 
moke sure your subjects wait for the additional flashes. 

If the flash setting is anything other than the default Auto Flash 
setting, the icon for the setting (in the previous toble) will 
appear in the Live View screen. The new setting remains in 
effed until it is dionged again or until the camera is turhed off- 
The flosh setting resets to the default Aulo Hash setting wfien 
you turn the camera off. 

NOTE To restore the flash setting to what it was when you lost 

turned the camera off, hold down the Menu/OK button as 

you turn the camenri back on. 

Using the Shooting Modes 

Shooting modes ore pre-defined camera settings that are 
optimized for taking still pictures of certain scene types to give 
you better results, in each sftooting mode, the camen^ selects 
tfte best settings, such as the ISO speed, F-number (aperture), 
and shutter ^^eed, optimizing them for tfie particular scene or 
situation. 

NOTE The sftooting mode does not apply when you are 
recording video dips. 
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To change Jhe shooling mode, press the MODE bulfon on ihe 
bock of ihe camera unlil ihe desired shooMng mode appears 
on the Image Display. The following table describes each of ihe 
shooling mode sellings on ihe camera. 



Selling 


Descriplion 


Auki 
Mode 


The camero automatically selects the best F-number 
(aperlure) and shutter speed for the scene. Auto 
mode works well for most shots in normal situations. 
This mode is also useful when you need to take a 
good shot quickly, and do not have time to select a 
special shooting mode on the camera. 


Macro 


This mode allows you to take close-up pictures of 
subjects less than 0.5 m (20 in) away, h this mode, 
outo locus tias o distance range ot U. 1 to U.o m (4 to 
20 in)^ and the camera will not take a picture if it 
cannot find focus [see Focusing the Camera on 
page 32). 

NOTE II is recommended thai you not use zoom 
while in the Macro shooling mode. 


FasI ShoJ 


The camera uses a fixed focus instead of auto focus, 
allowing you to take pictures very quickly. Use this 
mode in bright light conditions when the subject is 
moderate to long distances owoy. 


Action 
V 


The camera uses fast shutter speeds and higher ISO 
speeds to stop motion. Use Action mode to copture 
sporling events, moving cars, or any scene where you 
wont to stop the action. 


Porhxail 


The camera combines a smaller F-number to blur the 
background, with lower sharpness for a more notural 
effect. Use Porlrait mode for pictures that have one or 
more people as their primary focal point. 
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SeH^ing 


Descriptian 


Landscape 


The camera combines a higher F-number for better 
depth of field with higher shorpness for a more vivid 
effecK Use Landscape mode to capture mountain 
scenes or any shots with a deep perspective. 


Beach & 
Snow 


This mode allows you to capture bright outdoor 
scenes and balance out harsh lighting. 



If the shooting mode setting is onytfiing other than the default 
Auto Mode setting, the icon for the setting (in the previous 
table) will appear in the Live View screen. The new setting 
remains in effect until it is changed again or until the camera is 
turned off. The shooting mode setting resets to tfie default Auto 
setting when you turr^ the camera off. 

NOTE To restore the shooting mode setting to what it was 
when you last turned the camera off, hold down the 
Menu/OK button as you turn the camero bock on. 
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Using the Self-Timer Setrings 

1 Secure the camera to a tripod or set it on a stable surface. 

2 Press rhe Timer/Buret <D button until SeH-Timer (D or Selt- 
Timer - 2 Shots appears in the Image Dispby. 

3 Frame the subject in either the viewfinder or in Lm View. 
(See Using Live View on page 30.) 

4 The next steps depend on whether you ore capturing one or 
two still pictures, or ore reconjing a video clip. 

ForStfll Pictures: 

a. Press the Shutter button haHwoy down to gain Focus 
Lock (the camena measures and then locks the focus and 
exposure}. The camero will Md tftese settings until it 

takes the picture. 

b. Press the Shutter button all the woy down. If the Image 
Display is on, a 1 0-second countdown appears on the 
screen, Tfte Setf-Timer/Video light on the front of the 
camera then blinks for 10 seconds before the camera 
takes the picture. If you set the camera to Self-Timer - 

2 Shots, after the first picture is taken, the Self-Timer/ 
Video light Minks for a few more secorKfs until tfte 
second picture is taken. 

NOTE If you immediately press the Shutter button all the way 
down without using Focus Lock, the camera will lock 

focus and exposure just before the end of the 10-second 
countdown. This is useful when one or more subjects 
will be entering the picture during the 1 0-second 
countdown period. 

NOTE You cannot recond audio with a still piduie when using 
the Self-Timer settings, but you con add on audio dip later 
(see Record Audio on page 61 ]. 
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For Video Clips: 



To start recording video, press Jhe Video 'E? bulton and 
then release it. ff the Image Display is on, a 10-second 
counldown appears on the screen. The Self -Timer/Video 
light on the froni of fhe camera ihen blinks for 10 seconds 
before the camena slarts recording ihe video. 

NOTE Wifh eifher the Self-Timer or the Self-Timer - 2 Shob 

setting, only one video clip is recorded after the 10- 
second counfdown. 

To stop recording fhe video clip, press fhe Video 'n? burton 
again; otherwise, the video will continue recording unMl fhe 
comero runs out of memory. 

The icon for the Self-Timer setting [Self-Timer (^) or SeH-Timer - 
2 Shots £j) will appear in the Live View screen. The Self-Timer 
setting resets to fhe default Normal setting after the picture is 
taken. 

NOTE To restore fUe Timer/Burst setting to whaJ it was when 
you lost turned the camera off, hold down ihe Menu/OK 
button as you turn the camera back on. 
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Using the Burst Setting 

Burst allows you to take up to 3 sfill pictures as quickly as 
possible. The camera (hen continues taking burst pictures q\ q 
slower role until you release the Shutter button or the camera 
runs out of memory, 

NOTE The Burst setting is disabled while recording video 
clips. You also cannot record audio when using the Burst 
setting, but you can add on audio clip later (see Record 
Audio on page 61). Also, the flash is disabled while using 
the Burst setting. 

1 Press the Timer/Buraf 0 button until Buret ^ appears in the 
Image Display. 

2 Frame the subject and press the Shutter button halfway 
down to lock the focus ond exposure. Then press the Shutter 
button all the way down arkd hold it. The camera takes 3 
pictures as quickly as possible and continues taking bur^ 
pictures until you release the Shutter button or the camera 
runs out o\ memory. 

The Image Display remoins o\\ during the burst capture. After 
the burst pictures have been taken, each image appears one at 
a time on the Image Display. 

When Burst is selected, the Burst ^ icon will appear in the Live 
View screen. The Burst setting remains in effect until it is 
changed again or until the camera is turned off. The camera 
resets to the default Normal timer/burst setting when you turn 
tfie comero off. 

NOTE To restore the timer/burst setting to what it was when 
you lost turned the camera off, hold down the Menu/OK 
button as you turn the camera bock on. 
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Using the Capture Menu 

The GaptureMenu allows you to adjust various camera settings 
that affect the characteristics of Jhe images and video dips you 
capture with your camera. 

1 To display the Capture Menu, press the L've View O 
button, and then press the Menu/OK button. If Live View is 
already on, simply press Menu/OK. 



a* m © m _ 

Capture ^snu 




Cm m e en 

. Cgpluro Menu 



■[^ Dale & Time fmpiint <Oir>| 




1 



2 Use the buttons to scroll through tfie Capture 
Menu options. 

3 Either press Menu/OK to select a highlighted option 

and display its sub-menu, or use the ^ ^ buttons to change 
the setting for the highlighted option without going to its 
sub-menu. 

4 Within a sub-menu, use the buttons and then the 
Menu/OK button to change the setting for the Capture 
Menu option. 

5 Use one of several ways to exit the Capture Menu. If, 
immediotely after entering the Capture Menu, you decide 
not to change anything, simply press Menu/OK again to 
exit the menu. You con also select the EXIT menu option 
and press Menu/OK. After you have used the Capture 
Menu, you can navigate to onother menu via the menu tabs 
Qt the top of the Image Display. If you want to switch to 
onother camera state, press the appropriate button on the 
back of the camera. 
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NOTE To restore Capture Menu settings to what they were 
when you lost turned the camera off, hold down the 
Menu/OK button as you turn the camera bock on. 

Help for the Menu Options 



® VutiliB Balance 

General V ine A.lo While BalarKa 
SBlLng prQilLK:e& beat lesulls 
Difeienl kinaa ol licfiling casi dilfeiBm 
[alDra Fdr F'drnplc, aurilighl ra triufir, 
wHils initair lur^^n hgJir miM° 



lo scroll Preas OK fa eiit 



Help... is the last option in each of 
the Capture sub-menus. The Help... 
option prcwides information about 
that Capture menu option and its 
settings. For example, if you press 
Menu/OK when Help... is 
highlighted in the White Balance 
sub-menu, the White Balance Help screen is displayed, 
as shown. 

Use the buttons to scroll through the Help screens. To 

exit the Help and return to the particular Capture sub-menu, 
press the Menu/OK button. 

EV Compensation 

In difficult lighting conditions, you can use EV (Exposure 
Value) CompensaHon to override the automatic exposure 
setting that the camera mokes. 

EV Compensation is useful in scenes that contain many light 
objects [like a white house in the snow) or many dark objects 
[like o black cat on a dork background). Scenes containing 
many light objects or many dark objects could turn out gray 
wilhout the use of EV Compensation. For o scene wilh many 
light objects, increase ihe EV Compensation to a positive 
number to produce a brighter result. For a scene with many 
dark objects, decrease the EV Compensation to darken the 
scene to be closer to black. 
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irM:rei9se to male image Oriyiiter 
(a m^k? Image daiiLsr 



1 In rhe Capture Menu (page 44), select EV Gimpensation. 

2 In the EV Compensation sub- 
menu, use the ^ ^ buttons to 
chonge the EV setting in 0.5 steps 
from -2.0 to +2.0. The new 
setting is applied to the Live View 
screen behind the menu, so you 
can see the effect each setting will 
have on the picture. 

3 Press Menu/OK to save the setting ond return to the 
Capture Menu. 

If the setting is anything other than the default setting of 0.0, 
the number value will appear in the Live View screen next to 
the icon. The new setting remains in effect until it is changed 
again or until the camera is turned off. The EV Compensatiori 
setting resets to the default 0.0 setting when you turn the 
camera off. 

Image Qualify 

NOTE This setting does not apply when recording video clips. 

This setting allows you to set the resolution and JPEG 
compression of the still images you capture with your camera. 
The Image Quality sub-menu has four settings. 

NOTE The resolution portion of all the Image Quality settings 
except for the VGA setting is represented by a number 
and MP (Megapixels), such as 4MP or 2MP. The higher 
the number of Megapixels, the higher the resolution. In the 
cose of the VGA setting, the image will be 640 by 480 
pixels [0.31 MP), which is the lowest resolution. 
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^ Image Quality 



1 In the Capture Menu (page 44), select Image Quality. 

2 In the Image Quality sub-menu, 
use the buttons to 
highlight a setting. 

3 Press Menu/OK to save the 
setting and return to the 
Capture Menu. 

The following table explains the 
Image Quality settings in more detail: 




Uedium Hie aize.gDcxI Idf pnrkling 



Setting 


Description 


4MP Best 


Images will be lull resoluJion and have the lowest 
compression. This setting produces very high quality 
images, with greater color accuracy, but uses the most 
memory. This sehing is recommended if you plon to 
prinJ images at a size larger Jhan 1 8 by 24 cm (3 by 
10 in). 


4MP 


Images will be full resoluJion and have medium 
compression. This setting produces high quality 
images, but uses less memory Jhon the 4MP Best 
setting above. This is the defaull setting and is 
recommended if you plan \o prinJ images up to a size 
of 13 byl8cm (5 by 7 in). 


2MP 


Images will be half resolution ond have medium quality 
and compression. This is a memory-efficieni setting, 
ideol for images that you want to send via e-mail or 
post to the Internet. 


VGA 


Images will be 640 by 480 (lowest) resolution and 
hove medium compression. This is the most memory- 
efficient setting, but produces lower quality images. 
This setting is good for images you want to send via e- 
mail or post to the Internet. 
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The Image Quality seHing not onfy offeds ihe quality of the 
images but as a result ^he number of imoges that can be 
stored either in tbe internal memory in the camera or on on 
optional memory cord. Higher resoluHon and lower 
compression images will take up more space thon images with 
lower resolution and/or higher compression. For example, the 
4MP Best setting results in the highest qirality images, but 
consumes more storage space rn memory than the nesft lower 
setting, 4MP. Likewise, mony more stiff images can be stored in 
memory at the 2MP or VGA settings than at 4MP; however, 
these settings will result in \w&r quality imoges- 

The Pictures remaining count ot the bottom o\ the Image 
Quality sub-menu screen updates when you highlight each 
setting. See Meinory Gipodty on page 1 43 for more 
information obout how the Image Quality s^r^ oflects the 
number of images that can be saved in the internal memory in 
the camera. 

The Image Quality setting (in the previous tabfe] will appear in 
the Live View screen. The new setting remains in effect until it is 
changed again, even when you turn the camera off- 

NOTE When you use digital zoom, tfw resolution reduces as 
you zoom in. See Digital Zoom on page 35. 

White Balance 

Different kinds of lighting conditions cast different colors. For 
example, sunlight is more blue, while indoor tungsten light is 
more yellow. Scenes dominated by o single color may require 
an adjustment of the white balance setting to fkelp the camera 
reproduce colors more accurately and ensure that whites 
appear white in the find image. You can olso odjust the whfte 
balance to produce creative effects^ For example, using the Sun 
setting can produce a v/armer look to the image. 
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1 In the Capture Menu (page 44), select White Balance. 

2 In the White Balance sub-menu, 
use the buttons to 
highlight a setting. The new 
setting is opplied to the Live View 
screen behind the menu, so you 
con see the effect each setting will 
have on the picture. 

3 Press Menu/OK to save the setting ond return to the 
Capture Menu. 

The following table explains the settings in more detail: 




Setting 


Description 


Auto 


— 1 I. ji . 1 i.r^ 1 • 1 

\ he camera □uJomahcally identities and corrects tor 
scene illuminance. This is Jhe default setting. 


Sun 


The camera balances color assuming the subject is 
outdoors under sunny or bright cloudy condilions. 


Shade 


The camera balances color ossuming the subject is 
outdoors in shode, in dark cloudy condihons, or at 
dusk. 


Tungsten 

f 


The camera balances color based on incondescenJ or 
halogen lighling (typically found in homes). 


Fluorescent 


The camera balances color based on fluorescent 

lighting. 



If the setting is anything other thon the default Auto setting, the 
icon for the setting [in the previous table) will appear in the Uve 
View screen. The new setting remains in effect until it is 
changed again or until the comero is turned off. The White 
Balonce setting resets to the default Auto setting when you turn 
the camera off. 
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ISO speed 

NOTE This setting does r\of apply when recording video dips, 
or when the shooKng mode is set to Action, Portrait, 
Landscape, or Fast Shot. 

This setting adjusts the sensitivity of the camera to light. When 
ISO Speed is set to the default Auto setting, the camera selects 
the best ISO speed for the scene. 

Lower ISO speeds will capture the best quality images with the 
least amount of grain (or noise), but result in slower shutter 
speeds. If faking a picture in low light conditions withoul a 
flash at ISO 100, you may wonl to use a tripod. In contrast, 
higher ISO numbers allow fasler shutter speeds, and can be 
used when taking pictures in dark areas without a flash, or 
pictures of fast moving objects. Higher ISO speeds produce 
pictures with more grain (or noise) and, therefore, can be of 
lower quolily. 

1 In the Capture Menu (page 44], 
select ISO Speed. 

2 In the ISO Speed sub-menu, use 
the A buttons to highlight a 
setting. 

3 Press Menu/OK to save the 
setting and return to the 
Capture Menu. 

If the setting is anything other than the default Auto setting, the 
icon for the setting [as shown in the ISO Speed sub-menu) will 
appear in the Live View screen. The new setting remains in 
effect until it is changed again or until the camera is turned off. 
The ISO Speed setting resets to the default Auto setting when 
you turn the comero off. 



QjjJ ISO S pead 




GsiKre selects Ifie beat ISO speed 
for me scene 
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Images are CBplureO m Fulla]Ji}i 



Color 

This setting allows you to contn^l the color in which your 
images will be captured. For example, when you set Color to 
Sepia, your images will be captured in brckwn colors to make 
them look aged or old-fashioned. 

NOTE After you have taken a picture using either the Block & 
White or Sepia setting, the image cannot be adjusted 
back to Full Gslor later. 

1 In the Capture Menu (page 44], select Color, 

2 In the Color sub-menu, use the 

buttons to highlight a 
setting. The new setting is applied 
to the Live View screen behind 
the menu, so you can see the 
effect each setting will have on 
the picture. 

3 Press Menu/OK to save the setting and return to the 
Capture Menu. 

The new setting remains in effect until it is changed again or 
until the camera is turned off. The Color setting resets to the 
default Full Color setting when you turn the camera off. 

Dote & Time Imprint 

NOTE This setting does not apply v/hen recording video dips. 

This setting imprints either the dote or the date and time of 
when the image was captured in the lower left-hand corner of 
the image. After you select either of the Date & Time Imprint 
settings, the date or dote ond time will be imprinted on all 
subsequent still images that are captured, not to previously 
captured images. 
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NOTE After you have taken a picture using either the Date 
Only or Date & Time setting, the date or dote and time 
that is imprinted on the image cannot be removed later. 



NOTE The date or date and time imprint will be visible in 
Playback, but it will not be visible in Instant Review. 

NOTE If you rotote the Image using the Rotate option in the 
Playback Menu (page 58), the dote or dote and time 
imprint will likewise rotate with the image. 

1 In the CapJure Menu (page 44), 
select Date & Time Imprint. 

2 In the Date & Time Imprinf sub- 
menu, use the^ buttons to 
highlight a setting. 

3 Press Menu/OK to save the 
setting and return to the 
Capture Menu. 



The following table explains the settings in more detail: 



Setting 


Description 


Off 


The camera will not imprint a dote or date and time 
on the image. 


DoteOnV 


The camera will permanently imprint the date in the 
lower left-hand comer of the image. 


Dale & Time 


The comera will permanently imprint the date and 
time in the lower left-hand corner of the image. 



If the new setting is anything other than the default Off setting, 
the icon for the setting [in the previous table) will appear in the 
Live View screen. The new setting remains in effect until it is 
changed again, even when you turn the comero off. 
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Chapter 3: 

Reviewing images and 
Video Clips 

You can use Playback fo review the images and video dips 
stored in your camera. When reviewing images in Playback, 
you can use the Zoom lever fo view thumbnails of images, or to 
magnify images so you can take a closer look at them on the 
camera. See Viewing Thumbnails on page 56 and Magnifying 
Images on page 57. In addition, the Playback Menu allows 
you to delete images or video clips, record audio to attach to 
still images, and rotate images. See Using fhe Playback Menu 
on page 58. 

Using Playback 

1 There ore two ways to activate Playback. 

• With the camera turned on, press tfie Playback □ 
button. 

■ With the camera turned off, hold down the Playback D 
button while also sliding the ^ ON/OFF switch to turn 
ihe camera on. This allows you to activate Playback 
without the camena lens extending. 

The most recently taken or reviewed image or video clip 
appears on the image Display. 

2 Use the ^ ^ buttons to scroll through your images and video 
clips. Press and hold either of the ^ ^ buttons to scrctll fasler. 
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NOTE Video dips play automaMcally after the first frame of 
the video clip displays for 2 seconds. 

3 To turn off the Image Display after reviewing your images 
and video clips, press the Playback □ button again. 

NOTE To hear audio clips that ore attached to still images or 
to heor the audio portion of video clips, you must use a 
computer or television [TV]. If you hove an optional 
HP PhotoSmart M-series dock, you con review the audio 
by connecting the camera to a TV via the camera dock. To 
do this, see the dock User's Manual for instructions. 

During Playback, the Image Display also indicates addiKonal 
information about each image or video clip. The following 
table describes this information. 

1 2 




7 6 



# 


Icon 


Description 


1 


[5Dl 


Displays only when an opJional memory card is 




instelled in ^he camera. 


2 


flZZD 


Power indicator, such as this low battery level 






indicator (see Power Indkotors on page 133). 
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Icon 


Description 


3 


i ► 


Displays for the firsJ few seconds when you enter 
Ployfaoclt or move \o o new image to indicate JhoJ 
you can scroll through the images or video clips 
using the ^ ^ buttons. 


4 


H 3 


Indicates this imoge has been selected to be sent to 
3 destinotions using HP Instant Share (see Chapter 
4: Using HP Instant Shiare on page 63]. 


5 


^2 


Indicates this image hos been selected for printing 2 
copres using HP Instant Share (see Chapter 4: 
Using HP Instant Sfiore on page 63]. 


6 


8 of 43 


Shows the number of this image or video clip out of 
the total number of images and video clips that ore 
stored in memory. 


7 


0:29 
a] 


• Shows the recorded length of this audio or 
video dip. 

• Indicates this image has an audio clip attached. 




or 


• Indicates this is a video clip. 
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Total Images Summary Screen 



When you press fhe ^ button while 
viewing the last image, a screen 
appears showing the number of 
pictures taken, and the number of 
pictures remaining. Counters 
indicating the lotal number of images 
selected for HP Instant Share H and 
for printing ^ are shown in the upper left-hand corner of the 
screen. In addition, icons are shown in the upper right-hand 
comer of the screen for an optional memory card if installed 
(indicated by ihe SD icon) and the power indicator (such as ihe 
low battery level indicator; see Power Indicators on page 1 33). 

Viewing Thumbnails 

Thumbnail view allows you to view the still images you have 
token and the first fn^mes of the video dips you hove recorded 
arranged in a matrix of nine thumbnail images and video dip 
frames per screen. 

1 While in Playback (page 53), 
press TTiumbnails (some as 
Zoom Out #44 ) on the Zoom lever. 
A Thumbnail view of up to nine 
images and video dip frames 
appears on the Image Display. A 
yellow border surrounds the 
current image or video clip fnrjme. 

2 Use the O buttons to scroll horizontally \o the previous or 
next thumbnail. 

3 Press the buttons to scroll vertically to the thumbnail 
directly above or below the current thumbnail. 
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A Press the Menu/OK button to exit Thumbnail view and 
return to Playback. The current image or video clip (that was 
\r\ the yellow border in Thumbnail view) is displayed in full 
view on the Image Display again. 

At the bottom of each thumbnail, an HP Instant Share S 
icon signifies Jhat the still image is selected for one or more 
HP Instant Share destinations, a prinler ^ icon signifies that W 
is selected for printing, a video O icon signifies that this is a 
video clip, and an audio □] icon signifies tliat an audio clip is 
attached to this still image. 

Magnifying Images 

NOTE This feature is only available for still images; video clips 
cannot be magnified. Also, this feature is for viewing 
purposes only; it does not permanently alter the image. 

1 While in Playback (page 53), 
press Magnify [same as Zoom 
In ♦) on the Zoom lever. The 
currently displayed image is 
automatically magnified 2x. The 
center portion of the magnified 
image is displayed along with four 
orrows, which indicate that you con pan oround the 
magnified image. 

2 Use the and ^ ^ buttons to pan around the 
magnified image. 

3 Use Zoom In 4 and Zoom Out to increase or decrease 
the magnification. 

4 Press the Menu/OK button to exit Magnify view and return 
to Playback. The current image is displayed in full view on 
the Image Display again. 
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Using the Playback Menu 

The Playback Menu allows you to delete sMil imoges or video 
clips, undelete images, and format the comero's infernal 
memory or optional memory card. Additionally, you can 
attach oudio clips to still images and manipulate still images by 
rckloting them. 

1 To display the Playback Menu, press frie Menu/OK button 
while you are in Playback. If you are not currently in 
Playback, press the Playback D button first, then press the 
Menu/OK button. 

2 Use the buttons to highlight the Playback Menu 
option that you want to use on the left side of the Image 
Display. The Playback Menu options ore explained later in 
this section. 

3 Move to the image or video clip you want to use by pressing 
the ^ ^ buttons. This makes it easy to perform the some 
action on several images or video dips, such as deleting 
multiple images or video dips. 

4 Select the highlighted Playback Menu option by pressing the 
Menu/OK button. 

5 Use one of several ways to exit the Playback Menu. If, 
immediotely after entering the Playback Menu, you decide 
not to change anything, simply press Menu/OK again to 
exit the menu. You con also select the *D EXIT option and 
press Menu/OK. After you have used the Playback Menu, 
you can navigate to another menu via the menu tabs at the 
top of the Image Display. If you want to return to Playback, 
or switch to another camera state, press the appropriate 
button on the bock of the oamera. 



58 



HP PhotoSmart M407 User's Manual 



The following table summarizes each of the Playback Menu 
opMons ond describes the informotion in ihe bottom right 
comer of each image or video clip while the Playback Menu 
is displayed. 

Still Image Screen: ^Ad«o Qip Screen; 




5 6 7 11 



# 


Icon 


Description 


1 




Delete - Presents a sub-menu where you can 
delete \W\s imoge or video dip, delete all images 
and video clips, formaJ the internal memory or on 
opJionol memory cord^ and undelete the losJ 
deleted image. (See Delete on poge 60.) 


2 




Record Audio - Records a new audio clip to 
attach \o this still image, or deletes on existing 
audio clip. (See Record Audio on page 61 .] 


3 




Rotate - Rotates the currently displayed still image 
90 degrees clockwise. (See Rotate on page 62.) 


4 




EXIT - Exits the Pfoybock Menu. 


5 


4MP 


Shows the Image Quality setting used to capture 
this image. 


6 


0:29 


Visible if this image has an audio clip oftoched to 
it, with the lenglh of the audio clip dispJoyed to 
the left of the icon. 
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# 


Icon 


Description 


7 


So* 43 


Shows #ie number of ffiis image or video clip out 
of the total number of images and video clips in 
internal memory or on an optional memory cord. 


8 


133 


Indicates this imoge has been selected to be 
sent to 3 destinations using HP Instant Share. 
(See Chapter 4: Using HP hstant Share on 
page 63.) 


9 


^2 


Indicates this image has been selected for 
printing 2 copies using HP Instant Share [see 
Chapter 4: Using HP Instant Share on 
page 63). 


10 


2004 


Shows the dote tfiot this image was captured or 
this vrdeo clip was recorded. 


11 


0:37 


i "1 1 "f 1 " " '1 1" ^11 1 1 f 1 

Vrsiole it this is a VLdeo clip^ WLtn ttie length ot the 
video clip displayed to the left of the icon. 



Delete 

In fhe Playback Menu (page 58), 
when you select Delete, the Delete 
sub-menu displays. The Delete sub- 
menu provides the following options: 

• Cancel— Returns you to the 
Playback Menu without deleting 
the currently displayed image or video clip. 

• This Image— Deletes the currently displayed image or 
video clip. 

• All Images (in Memory/on Card)— Deletes all of the images 
ond video clips either in internal memory, or on an optional 
memory cord that ls installed in the camera. 
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• Format (Memory/CartJ)— Deletes all of the images, video 
dips, and files in internal memory or on an optional 
memory card, and then formats the internal memory or 
memory card. 

NOTE To help prevent corrupted cords and Images, it Is 
recommended that you format opiionol memory conds 
before you use them for tfie firsJ time, and when you want 
to delete all of ihe images and video dips stored on them. 

• Undelete Last— Recovers the most recently deleted image or 
images, depending on whether T>iis Image or All Images (in 
Memory/on Card) was selected from the Delete sub-menu. 
(This option is only displayed after a Delete operation has 
been performed.) 

NOTE With the Undelete last option, you can recover only the 
most recent delete operation. When you pn^ceed to 
another operation, for example, powering off the camera 
or loking another picture, the lost delele operolion you 
performed becomes permonent, and the camera con no 
longer recover the image or images you last deleted. 

Use the ^ buttons to highlight an option, and then press 
the Menu/OK button to select it. 

Record Audio 

NOTE This menu option is not available for video clips. 

To record on audio clip for a still image that does not already 
have an audio dip attached to it: 

1 In the Playbock Menu [page 58], select Record Audio. 
Audio recording starts immediately after you select this 
menu opKon. A microphone § icon and an elapsed time 
counter ore displayed during recording. 
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2 To stop recording, press Menu/OK; olherwlse the audio 
continues to record until the camera runs out ot memory. 
When recording stops, display returns to the 
Playback Menu^ 

If the cunently displayed image already has an aixlio clip 
attached to it, when you select Rocord Audio, the Record Audio 
sub-menu is displayed instead. The Record Audio sub-menu 

lists severe I options: 

• Keep Current Clip— Retains the current audio dip and 
returns to the Playback Menu- 

• Record New Oip— Begins to record audio, replacing the 

previous audio dip. 

• Delete Clip— Deletes Ae current audio dip and returns to 
the Playback Menu. 

NOTE To hear audio clips that are attached to still images, 
you must use a computer or television (TV). If you have an 

opHono! HP Pholosmart M-series dock, you can review the 
audio clips by connecting the camera to o TV via the 
camera dock. To do this, see the dock User's Manual for 
instructions. 

Rotate 

NOTE This menu option is not ovollable for video dips. 

In the Playback Menu (p^ge 58), v/hen you select Rotates the 
currently displayed image is automattcally rotated 90 degrees 
clockwise. The image is displayed rn its new orientation. You 
con then press Menu/OK to rotate the image again as many 
times as needed to gain the orientation of the image you want. 
When you exit the Rotate menu option, the image will be saved 
in its new orientation. 
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Chapter 4: 

Using HP Instant Share 



This camera has on exciting ^ture called HP Instant Share- 
This feoture allows you to eosily select still rmoges in your 
camera to be automatically sent to a vorlety of destinations the 
next time you connect the camera to your computer or printer. 
For example, you can select images that you wont to hove 
printed, then connect the camera to your computer or printer, 
and the selected images will be printed automatically^ As 
another example, you can select images in your camera to be 
automatically sent to e-mail addresses (including group 
distribution lists), online albums, or other online services the 
next time you connect the camera to your computer. 

NOTE Available online services vary by region. Visit 
www.hp.com/go/instantshare to see HP Instant 
Share in action. 
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Using the HP Instant Share 
Menu 



When you press the HP InstanI Share/Print button on 

the back of the camera, the most recently token or viewed 
image appears on the Image Display, with the HP Instont 
Share Menu overlaid on top. The following table describes 
each of the defoult HP Instant Share Menu options as shown in 
the following exomple HP Instant Shore screen. 



HP Instant Share f Aom. 



# 


Icon 


Description 


1 




Print 1 copy of Jhe currently disployed imoge when 
connected to a computer or prinler. By default, the 
picture is printed a\ 10 by 15 cm (4 by 6 in). 


2 




Print 2 copies of the currenHy displayed image. 


3 




HP Instant Shore Setup... allows you to add more 
e-mail ond other HP Instant Share desKnaNons to 
the HP Instant Share Menu. [See Setting Up 
Destlnotions in the HP Instant Share Menu on 
page 65.) 


4 




EXIT— Exits the HP Instant Share Menu. 
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With fhe default HP Insfant Share Menu, you can now select 
images in your camera so they will print automatically the next 
time yoLP connect your camera to your computer or printer You 
do this by selecting either or both the Print 1 copy and the 
Print 2 copies menu options for each image you want to 
print. See Selecting Images for HP InstanI Share Deshnations 
on page 69 for instructions on how to do this. 

You con also set up the HP Instant Share Menu with other 
HP Instant Share destinations, such as e-moil addresses 
[including group distribution lists), online albums, or other 
online services, where your images will automatically be sent 
the next time you connect your camera to your computer. You 
do this by selecting the HP Instant Share Setup... menu 
option, OS explained in the following section. 

Setting Up Destinations in the 
HP Instant Share Menu 

NOTE You will need an Internet connection to complete this 
procedure on a Windows computer. Macintosh users, 
however, will not need on Internet connection. 

NOTE If you hove on optional memory cond installed in your 
camera, make sure thot the memory card in your camera 
is not locked and has some free space on it. 

1 Make sure that the HP Image Zone software is installed on 
your computer (see page 14). 

2 Turn on the camera, and then press the HP Instant Share/ 
Print button on the bock of the camera. The 

HP Instant Share Menu appears on the Image Display. 

3 Use the button lo highlight HP Instant Share 
Setup„. H% and press the Menu/OK button. 



Chapter 4: Using HP Inatont Shore 



65 



When you select HP Instant Share Setup... o message 
appears on the Image Display asking you to conned the 
camera to your computer 

NOTE If your computer is running Windows XR when you 
connect the comen^ to your computer in the next step, a 
dialog box may display that requests you to Select the 
program to launch tor ihls adion. Simply dick Cancel to 
close this dialog box. 

4 Connect the camera to your computer either by using the 
speciol USB coble that come with your camera for 
connecting the camera to a computer, or by using the 
optional HP Photosmart M-series dock: 

■ Connect the camera to the 
computer with the USB 
coble by conneding the 
larger end of the cable to 
the computer, and 
connecting the small end 
of the coble to the USB 
connector behind the 
rubber door on the side of 
the camera. 

• Connect the camera to the computer with an optional 
HP Photosmart M-series dock by putting the comera in 
the dock and pressing the Save/Print button on 

the dock 

Connecting the camera to the computer with the USB cable 
or the dock activates the camera HP Instant Share Menu 
setup wizard on your computer. See Setting Up Destinotions 
on a Windows Computer on page 67 or Setting Up 
Destinations on a Macintosh Computer on page 68 for 
instructions for your computer. 
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Setting Up Destinations on a 
Windows Computer 

1 At the Welcome screen, click Sort. 

2 The Set Up Your HP Instant Shore Destinations screen 
oppears. Any HP Instant Shore destinotions you hove 
already set up will be iisted here. Click Creote to add a new 
destination to your camera HP Instant Shars Menu. 

3 The Go Online screen oppears, prompting you to connect to 
your Interr^t service provider. Connect to the Internet <f ru>t 
already onlirte, and click N^. 

4 Sign-in to HP Inslont Share: 

• If this is your first time using HP Instant Share, the Region 
and Terms of Use screen oppears. Select your region, 
read and agree to the Terms of Use, ond click Next to 
continue. Then follow the instructions to register for a 
secure HP Passport account. 

* If you hove used HP Instant Share before, sign-in with 

your HP Possporl. 

Click Next to continue. 

5 Choose on HP Instant Shore Service for your destination. 
Click Next, and follow the Instnjctions to set up tfw service to 
be used when you select this destination. 

6 When you finish setting up the service for this destirration, 
you ore returned to the Set Up Your HP Instant Share 
Destinations screen, and the name of your new destination 
appears in tfw list of destinations. 

NOTE You can configure o maximum of 32 HP Instant Share 
destinations (such as individual e-mail addresses or group 
distribution lists) that can be listed in the HP Instant Share 
Menu on your camera. 
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7 Click Create lo add anolher desllnallon (repealing steps 5 
and 6 above), or select a destination and do one ot the 
following: 

* Oick EdH* to modify the destirKition. 

• Click Remove to delete the destination. 

8 When you have finished adding HP Instant Share 
destfnatfons, click Save to my camera The new destinations 

ore then saved to the camera's HP Instant Shore Menu. 
When the computer confirms they hove been saved to your 
camera, disconned tfw camera from ^e computer. 

Setting Up Destinations on a 
Macintosh Computer 

1 At the Modify Share Menu screen, any HP Instant Shore 
destinations you have already set up will be listed. Click 
Add to add o new destination to your camera's HP Instant 
Shore Menu- 

2 The New Share Menu Item screen appears. Enter a name 
for the destination in the MerKi Item Name field, and do 

either o\ the following: 

• Select Use my local e-mail application to send images 
directly to the e-mail address(s] you specify below in this 
screen without using HP Instant Share. 

* Select Use HP Instant Share e-mail and services to create 
an HP Instant Shore destinotion. 

3 Click OK to add the new destination to tfie camera's 
HP Instant Share Menu. You are returned to the Modify 
Share Menu screen, and the rkome of your destination 
appears in the list of destinations. 
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NOTE You con configure a moximum of 32 HP Instanl- Share 

deslinoMons (such os individuol e-mail addresses or group 
disfribulion lisis] ihol can be tisled in ihe HP Instant Share 
Menu on your camera. 

4 Click Add to add another desMnaMon [repeating steps 2 
and 3 above), or select a destination and do one of the 
following: 

■ Click Edit to modify the destination. 
• Click Remove to delete ihe destination. 

5 When you hove finished adding destinations, click Updote 
Camera. The new destinations are then saved to \he 
cement's HP Instant Share Menu. When the computer 
confirms they have been saved to your camen^, disconnect 
the camera from the computer. 

Selecting Images for HP Instant 
Share Destinations 

NOTE You can select any number of HP Instant Share 

destinations for each still image. However, you cannot 
select HP Instant Share destinotions for video clips, 
because video clips ore not cun^ently supported by 
HP Instant Share. 

1 Turn on the camera, and then press the HP Insfant Share/ 
Print button. 

2 Use the .a. buttons to highlight the first destination in 
the HP Instant Share Menu that you want to select, such as 
an e-mail destination. 

3 Use the 4 ^ buttons to scroll to o still image for which you 
want to select this HP Instant Share desti notion. 
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4 Press the Menu/OK button to select the destination, and a 
y appears over that destination in the HP Instant Share 
Menu. To deselect the destinotion, press the Menu/OK 
button again. 

5 Select any other HP Instant Share destinations that you want 
for this image by using the ^ buttons to highlight each 
desfinotion in the HP Instant Share Menu, and pressing the 
Menu/OK button to select the destination. 

6 Scroll to other images by using the ^ ^ buttons, and select 
HP Instant Share destinations for each of the other images 
in the some manner. You can also use the ^ ^ buttons to 
scroll to other images to simply review their destinations. 

7 When you are finished selecting all of the HP Instant Share 
destinations for your images, select the ^3 EXIT menu 
option and press Menu/OK. 

8 Connect the camera to your computer and transfer the 
images as explained in Transferring Images to a Compi/ter 
on page 73. After the images are transferred to your 
computer, they will be automatically sent to their respective 
HP Instant Share destinations. Macintosh users will need to 
odd addressing information for their HP Instant Share 
destinations before the images and messages can be sent. 
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How HP Instant Share 
E-mails Images 

The way images are e-moiled vio HP Instanl- Share works much 
the same on Windows and Modnlosh computers. 

Images are not e-mailed as attachments. Rather, a message is 
sent to each e-mail oddress that you selected in the HP fn^lant 
Share Menu. The message contains thumbnail images o\ the 
pictures you selected for that address, as well as a link to a 
web poge where the recipient can view the images. From that 
web page, the recipient can do things like reply to you, print 
the images, save images to their computer, forward imoges, 
and more. This makes it easy for people who use different 
e-mail programs to be able to see your images without tf^ 
difficulty of dealing with e-mail attachments. 

On Windows, the process of e-mailing images via HP Instant 
Share is fully automated. After you hove selected your 
destinotions, messages will be sent to each of your recipients 
and the images v/ill be posted on the web page when you 
transfer the images from the camera to tfte computer. 

On Macintosh, the process of e-motling images is not 
automatic. After images marked with HP Instant Share 
destirKitions are transferred to your Macintosh, they will be 
displayed in the HP Instant Share application. Simply follow 
tfte instructions in the HP Instant Share application to send your 
messages and post your images on the web page. 
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Chapter 5: 
Transferring and 
Printing images 

Transferring Images to a 
Computer 

NOTE You can also use ihe optional HP PKotosimrt M-series 
dock to do this task. See the dock User's Manual for 
instmdions. 

1 Confirm the following: 

* The HP image Zone software is installed on your 
computer (see Installing the Software on page 1 4). To 
transfer images to a computer fhat cJoes not hove the 
HP Image Zone software installed on it, see Using Your 
Camera Vs^ithout Installing the HP Image Zone Software 
on page 89. 

* If you ore using a Macintosh computer, the camera's 
USB Configuration is set to Disk Drive in the Setup Menu 
(see USB Configuration on page 83.) 

* If images on the camera ore selected for printing or 
selected for HP Instant Share destinations, make sure the 
computer is connected to a printer orKi/or the internet. 

2 Turn off tfke camera. 
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3 Your camera came with a 
special USB cable tor 
connecting the camera to a 

compLFfer. Conned the 
larger end o\ that USB cable 
to the computer. 

4 Open the rubber door on the 
side of the camera orKf 

conned the smoff end of \he 
USB coble to the USB 
connector on the camera. 

5 Turn on the camera. The HP Image Transfer software will 
launch on your computer. If you have set the software to 
automatically transfer the images in tfie camera, the images 
will automatically transfer to the computer. Otherv/ise, in the 
Transfer Images from Camera/Gird screen, dick Start 
Transfer. The imoges are transferred to the computer, and 
then if there are ony still images that were previously 
selected for HP Instant Share destinations (page 63), those 
actions are started. 

6 When the Image Action Summary screen appears 
on the computer, you con disconnect the camera from 
the computer. 
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Printing Images Directly from 
the Camera 

NOTE You con also use the optional HP Pholosmort M-series 
dock lo do Jhis task. See Jhe dock User's Manuol for 
instmdkms- 

You can connect the camera directly to any HP Photosmort 
printer or PictB ridge-compatible printer to print images. You 
can then print either all images in the camera, or just those 
images you have selected using the HP Instant Share Menu on 
the camera (see Selecting Images tor HP Instant Share 
Destinations on page 69), 

NOTE HP does not support printers from other monufocturers. 
If your printer will not print, contod the manufacturer of 
your printer. 

NOTE You con only print still images; video dips cannot 

be printed. 

1 Check that the printer is turned on. There shouid be no 
blinking lights on the printer or error messages displayed 
about the printer. Load paper into the printer, if needed. 
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2 Conned your camera to Jhe 
printer. 

• If you ore printing directly 
to an HP PhotoSmart printer 
that does /7t>/dispby the 
PictB ridge logo (see logo 
below), use the special USB 
cable lor connecting the 
camera directly to an 
HP Photosmort printer. 

Connect the square end of that USB cable to the 
HP Photosmort printer. 

• If you are connecting the camera to a printer 
displaying the PictBridge logo (see logo on 
right) fram HP or another manufacturer, do 
the following: 

a. Make sure the comera's USB Corifiguration setting is 
set to Digital Camera (see USB Configuration on 
page 83). 

b. Using the USB cable that you would normally connect 
between the camera and the computer, connect the 
larger, flot end of the USB cable to the corresponding 
connector on the PictBridge printer 

3 Open the rubber door on the side of the camera ond 
connect ihe small end of the USB coble to the USB connector 
on the camera. 
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4 ^Mien the camera is connected to 
Ihe printer, a Print Setup menu 
displays on the comerQ. If you 
olreody selected imoges to print 
using the camera HP Instant 
Share Menu, the number of 
images selected is shown. 
Otherwise, Images: ALL Is displayed 

NOTE There is a print preview in the lower right-hand comer 
of the Print Setup screen showing the page layout that will 
be used for printing images. This print previesv updates as 
you change the settings for the Print Size and Paper Size. 

For PidBrrdge printers only: If default is displayed for the 

Prinf Size or Paper Size, then no print preview is shown. 
The printer will automatically determine the poge layout 
that will be used for printing images. 

5 If oil the settings in the Print Setup menu fook correct, press 
Menu/OK on the camera to begin printing. Or you con 
change the settings in the Print Setup menu using the arrow 
keys on the comera, ond then Wlow the instructions on ^e 

screen to begin printing. 
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Chapter 6: 

Using the Setup Menu 



The Setup Menu allows you to odjust a number of comera 
settings, such as ihe camera sounds, date and lime, and the 
configuration of the USB or TV connection. 

1 To display the Setup Menu, firs! display any other menu [see 
Camera Menus on page 23J and then use the ^ ^ buttons 
to move to the menu tab for the Setup Menu ^. 




2 Use the buttons to scroll through the Setup 
Menu options. 

3 Eilher press the Menu/OK button to select a highlighted 
opKon and display its sub-menu, or use ihe ^ ^ buttons to 
change the setting for the highlighted option without going 
to its sub-menu. 

A Within a sub-menu, use the buttons end then the 

Menu/OK button to change the setting for the Setup 
Menu option. 
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5 Use one of several ways lo exit ihe Setup Menu. You can 
select ihe *D EXIT menu opiion and press Menu/OK. After 
you hove used the Setup Menu, you con also navigate to 
another menu via the menu fobs at the top of the Image 
Display. If you wont to switch to another camera state, press 
the appropriate button on the bock of the camera. 

Display Brightness 

This setting allows you to adjust the brightness of the Image 
Display for the viewing conditions. You con use this setting to 
increase the brightness for harsh lighting environments, or 
reduce the brightness lo extend battery life. 

The default Display Brightness setting is Medium. 

1 In the Setup Menu (page 79], select Display Brightness^ 

2 In the Display Brightness sub- 
menu, highlight the brightness 
level you prefer for the Image 
Display. The new setting is 
applied to the Live View screen 
behind the menu so you con see 
the effect the setting will hove on 
the display brightness. 

3 Press Menu/OK to save the setting and return to the 
Setup Menu. 

The new setting remains in effect until it is changed again, even 
when you turn the comero off. 



] Display BnghinesB 



B^'anced for indoff ard Du'dcior 
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Camera Sounds 



"[g] Camera Sounds 




Comerc sounds are fhe sounds fhaJ the camera makes when 
you turn it on, press a button, or take a picture. Camero sounds 
ore not the aixiio sounds recorded with images or video clips. 

The d^ult Camera Sounds setting is On. 

1 in the Setup Menu (page 79), select Camera Sounds. 

2 In rhe Camera Sounds sub-mOTU, 
highlight Off or On. 

3 Press Menu/OK to save the setting 
and return to the Setup Menu. 

The new setting remains in effect until 
it is changed again, even when you 
turn the camera off. 

Live yf\ew at Power On 

This setting allows you to have the camera outomatically 
display Uro View every time you turn the camena on, or to have 
the Image Display turrted off every time. 

The drfault Live View at fWer On setting is Live View On. 

NOTE Setting Live View at FWer On to Off can save 

battery power. 

1 In the Setup Motu (page 79), select Uve View Setup. 

2 In fhe Live View at Power On sub- 
menu, highlight Live View On or 
Live View Off. 

3 Press Menu/OK to save the setting 
and return to the Setup Menu. 

The new setting remoins in eHed until 
it is changed again, even when you turn l^he camera off. 
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Irrage Display will 5t\zvi Lwe View 
when the camera ig tuirfc&J cn 



Date & Time 



This setting allows you to set \he dote/time format, as well as 
the current dale and time for the camera. This is usually done 
when you firsi set up the camera; however, you may need to 
re-set tfie dote and time when you ore travelling to different 
time zones, after the camera has been without power for an 
extended time, or if the date or time is incorrect. 

NOTE The date/time format chosen will be used to display tfie 
dote information in Playback. Also, the format chosen in 
this setting is what is used in the Date & Time imprint 
feature (see Date & Time Imprint on page 51). 

1 In tfie Setup Menu (page 79), select 

2 In tfie Date & Time sub-menu, 
odjust the value of the highlighted 
selection by using the A 
buttons. 

3 Press the 4 ^ buttons to move to 
the other selections. 

4 Repeat steps 2 ond 3 until the 
correct date/time format, date, and time are set. 

5 Press Menu/OK \o save the setting and return to the 
Setup Menu. 

The date/time format setting remoins in effect until it is 
changed again, even when you turn the camera off. The date 
and time settings also remain current as long as the comero 
batteries that are instolled have a chorge, or, if the batteries are 
removed, it is for less than 10 minutes, or the camera is 
connected to an optional HP AC power adapter. 



Date & Time^ 



(3 Dale 4 Time 



; B change vakie. 
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USB Configurarion 



'U'dV fj'ive 



f3 ^ppear^ 3i an imping 
e when connecfed to a 



Tills setting determines How ttie camera is recognized ^en 
connected to a computer 

1 In the Setup Menu (page 79), 
s^ct USB. 

2 In the USB Configuration 
sub-menu, highlight one of these 
two choices: 

* Digital Camera— Causes the 
computer to recognize the 

camera as a digital camera using the Picture Transfer 
Protocol (PTP) standard. This is the defoult setting on 
the camera. 

• Disk Drive— Couses the computer to recognize the 

camera as a disk drive using the Moss Storage Device 
Class (MSDC) stondard. Use this setting to transfer 
images to a computer thot does not have the HP Image 
Zone soflv/are installed on it (see Transferring Images to 
Q Computer without HP Image Zone Software on 
page 90). You may be unable to use this setting with a 
Window 98 computer thot does not have the HP Image 
Zone software installed on it. 

3 Press Menu/OK to save the setting and return to the 
Setup Menu. 

The new setting remains in effect until it is changed ogain, even 
when you turn the camera off. 
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TV Configuration 

Tfiis setting allows you to set the formal of the video signal for 
displaying camera images on a television (TV) that is 
connected to the comera with an <^ti<xiQl HP PhotoSmart 
M-seiies camera dock. 

The default TV Configuration setting depends on the language 
that yoo selected when you turned on the camera for the first 
time. 

1 In the Setup Menu (page 79), 
select TV Configuration. 

2 In the TV Configuration sub-menu, 
highlight one of these two choices: 

• hJTSC— This fomiat IS used 
primarily in North America 
ond Japan. 

• PAL— This formal is used primarily in Europe. 

3 Press Menu/OK to save the setting and return to the Setup 
Menu. 

IhQ new setting remains in effect until it is changed again, even 
when you turn the camera off. 

For more information on connecting the camera to a TV, see 
the dock User's Manual. 
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Language 

Tills setting allows you lo set the language used in the camera 

interface, such as the text in menus. 

1 Jn the Setup Menu (poge 79), 

2 fn the Language sub-menu, 
highlight the language you want 
to use. 

3 Press Menu/OK To save the 
setting and return to the 
Setup Menu. 

The new setting remoins in effect until 
when you turn the camera off. 

Move Images to Card 

The Move Images to Card... option is avoilable in the Setup 
Menu if an optional memory cord is installed in the camera 
and the internal memory contains at least one image. 

In the Setup Menu (page 79], if you press Menu/OK when the 
Move Images to Card-^ option is highlighted and there is room 
on the memory card, a confirmation screen appeors 
^plaining that there is ^ough room to move all internal files 
to tfte memory cord. If only some of the images will fit, then a 
confirmotion screen oppears explaining how many images in 
internal memory can be moved to the memory card. If no 
images con be moved to the memory cord, then the screen 
displays CARD FULL. 

During the move, a progress bar is shovm. All of tfw images 
that are successfully moved to the menK>ry card are then 
deleted from the camera's internal memory. When the move is 
complete, you return to the Setup Menu- 



1© Language 1 


1 yEnghbl | 


De-J'.Ed, 




FrarifaiG 
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; It lo aelecl, Ihen prss OK 



it is changed again, even 
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Chapter 7: 
Troubleshooting and 
Support 

Tills diopter contains informoMon on the following topics: 

• Resetting fhe camero (poge 88] 

• Using the comero without instolling the HP Image Zone 
software (page 89) 

• Cleaning the camera lens (page 94] 

• Possible problems, causes, and solutions [page 95) 

• Error messages on the camera (page 1 09) 

■ Errormessogeson thecomputer (page 1 19) 

■ How to get assistance from HP (page 122) 

NOTE For more information about solutions to problems 
mentioned here, as well as any other issues you might 
have with your camera or tfie HP Image Zone software, 
see the HP Custixner Support website: www,hp,com/ 
support 
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Resetting the Camera 

If your comera does not respond when you press any birttons, 

try resetting the camera as follows: 

1 Turn off the camera. 

2 If you fiove on optional memory card installed, remove it- 
[Although removing on opiionol memory card is not 
necessary for performing the reset, it eliminates the memory 
card OS a possible cause of tfie problem,) 

3 Reset Ihe camera by removing power fn:tm It as follows: 

• If you are powering tfie camera with only botteries, open 
tfw Battery/Menx)ry card door and remc^ both 
batteries for approximately 5 seconds. 

• If you are using only on optional HP AC power adopter 
to power the camera, disconnect it from the camera for at 
least 5 seconds. 

• If you ore using both botteries ond the HP AC power 
adopter, remove both for at least 5 seconds- 

4 Reinsert the batteries and close the Battery/Memory card 
door, and/ or reconnect the HP AC power adopter to the 
camera, 

5 After verifying that tfie camera works without on <^tiorKil 
memory cord, reinsert the card if you hove orte. 
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Using Your Camera without 
Installing the HP Image Zone 
Software 

If you do nof, or connot, install The HP Imoge Zone soflware on 
your computer for some reason (such as there is not enough 
RAM in your computer, or your computer is rK>t running q 
supported operating system), you can still use your camera to 
take pictures and video clips. However, some of the things you 
can do with the camera will be affected: 

• The HP Instant Share feature depends on the HP Image 
Zone software, so if tfke software is not installed on your 
computer, you will not be oble to use the HP Instant Share 
feature on the camera. 

■ Images you have marked for printing using the HP Instant 
Share Menu on the camera will not automatically print out 
when the camena is connected to the computer. However, 
this feature will still work in the following scenarios: 

■ When you conned the camera direclly lo □ printer. 

• If your printer hos a memory card slot in il, and if you are 
using a memory card in your camera, you can simply 
remove the memory card from the camera ond insert it in 
tfie memory card slot in the printer. 

■ The pnxess for transferring Images and video dips from the 
camero to your computer will be different, since normally 
the HP Image Zone software handles this task. See the 
folbv^ng section for details. 
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Transferring Images to a Computer 
without HP Image Zone Software 

NOTE If you hove a Windows Me, 2000, or XP system, or a 
Mac OS X system, you do nol need to read fhis section. 
Simply connect the camera to your computer with the USB 
cable, and the operating system will launch a program to 
help you transfer images. 

If you do not, or cannot, install HP Image Zone on your 
computer, there ore two ways to transfer images from your 
camera to the computer: using a memory card reader, or 
configuring the camera os o disk drive. 

Using a Memory Cord Reader 

If you ore using a memory card in your camera, you con 
simply remove it from tfie camera and put it in a memory card 
reader (purchased separately). The memory card reader acts 
just like a floppy disk drive or CD-ROM drive. In oddition, 
some computers and HP Photosmart printers hove memory 
cand slots built into them, and you can use these memory cord 
slots OS you would use a regular memory cand reader to save 
images to tfte computer. 

Trar\s(erring Images to a Windows Computer 

1 Remove tfte memory card fn:tm your camera and insert it 
into the memory card reader [or the memory card slot in 
your computer or printer}. 

2 Right-click on the My Computer icon on your deskh^, ^en 
select Explore ^rom the menu. 

3 A screen appears that shows o list of disk drives under My 
Gjmputer The memory cord shows up os o removoble disk 
drive. Click on the + sign just to the left oi the removable 
disk. 
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4 Two directories (folders) appear under ihe removable disk 
Click on the + sign next to the folder called DCIM, and a 
subdirectory should appear. When you click on the 
subdirectory under DCIM, the list o\ your imoges should 
appear on the right side of the Explorer screen. 

5 Select oil the Images (in the Edit pull-down menu click on 
SeledAII}, then copy them (in the Edit menu click on Copy). 

6 Click on the Local Disk under My Computer You ore now 
working in your computer's bard disk drive. 

7 Create a new folder under Local Disk (go to the RIe pull- 
down menu and click on New, then click on Folder A folder 
called New Folder appears in the right side of the Explorer 
screen). While the text of this new folder is highlighted, you 
can type in o new nome (for example, Pklur9s]- To change 
the nome of the folder later, you can simply right-click on ihe 
folder name, choose Rename from the menu that appears, 
then type in the new name. 

8 Click on the new folder you just created, ihen go to the Edit 
pull-down menu and click on Paste. 

9 Vr\e images you copied in step 5 ore pasted into this new 
folder on your computer's hard drive. To verify (hot the 
images were successfully transferred from the memory cord, 
click on the new folder. You should see the same list of files 
in that folder that you saw when you looked at them on ihe 
memory card (step 4). 

1 OWhen you hove verified ihot the images were successfully 
transferred from the memory cord to your computer, put the 
card bock in your camerei. To free up space on the cond^ 
you can either delete the images or format the cord (under 
the Delete optk^n In the Playback Menu in the camera). 
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NOTE It is recommended thaJ you formal ifie cord rather than 
delete the images because it will help prevent corrupted 
images or cords, 

TransWring Imogas to a Macintosh Computer 

1 Remove the memory card from your camera and insert it 
into the memory card reoder [or ihe memory card slot in 
your computer or printer). 

2 Depending on ihe configurotron and/or version of the Moc 
OS X operating system you are running, either on 
application called Imoge Capture or one called iPhoto will 
launch outomotrcolly and guide you thn^ugh the process of 
transferring images from your camera to your computer. 

• If the Image Copture application is lour^ched, dick on 

either the Download Some or Download All button to 
transfer the images to your computer. By default, the 
images will be put in the Pidures or Movies folder 
(depending on which kind of file they are). 

• If the iPhoto application is launched, dick on the Import 
button to transfer the imoges to your computer. The 
images will be stored in the iPhoto opplication. So to 
access the images later, simply run IPhoto, 

• If no application launches automatically or if you wont to 
copy the imoges monuolly, look on the desktop for a disk 
drive icon which represents the memory card, then copy 
the images frctm there to your local hard drive. For more 
information about how to copy files, visit Moc help, the 
help system included with your computer. 
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Configuring the Camera as a Disk Drive 

This method sets up your camera to function as a disk drive 
when it is connected to your computer. 

NOTE You may be unable to use this method with 
Windows 98 computers. 

1 Set your camera to Disk Drive mode (you only need to do 

this step once); 

a. Turn the camera on, then press the Menu/OK button to 
display the Capture Menu. 

b. Use the ^ button to novigote to the Setup Menu ^. 

c. Use the button to highlight the USB menu option, and 
then press Menu/OK. 

d. Use the button to select Disk Drive, and then press 
Menu/OK. 

e. Use the w button to highlight EXIT, and then press 
Menu/OK. 

2 When you have set your camera to Disk Drive mode, 
connect the camera to your computer using the USB cable. 

3 At this point, the process for transferring images is the same 
as described in the section Using o Memory Card Reader 
on page 90. On Windows computers, the camera will 
appear os a removable disk in the Windows Explorer 
screen. On Macintosh computers, either the Image Capture 
or iPhoto application will launch automatically. 

4 When you hove finished transferring images from the 
camera to the computer, simply disconnect the camera from 
the computer. If your computer is running Windows 2000 or 
XP, you may get on "Unsofe Removal" warning upon 
disconnecting the camera. You can disregard this warning. 
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NOTE On Macinfosh compuler5, if either Image Capture or 
iPhoto do nol lounch aulomaHcolly, look on ihe desklop 
for a disk drive icon with the label HP_M407. For more 
information aboul how lo copy files, visil Mac f»elp, the 
help system included with your computer 

Cleaning the Camera Lens 

Do the following to remove ony lubricant that has seeped from 
the lens wink mechanism onto the camena lens, as well as 
fingerprints, dust, and so forth that hove accumulated on the 
lens. To dean tfie lens, you will need standard lens deoning 
paper commonly available at^ photo-specialty stores, as weJI as 
a cotton swab. 

1 Turn the camera on to open the lens wink mechanism and 
to extend the lens. 

2 Wrap the lens deaning paper around the end of the 
cotton swob. 

3 Using the cotton swab with the lens paper, wipe tfte lens 

clean using a circular motion. 

When hondlirkg the camera after deaning the lens, use care 
not to press on the wink mechanism cover wften the lens is in 
the retracted position becouse this may cause lubricont to seep 
from the wink mechanism onto the lens. 
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Problems and Solutions 





The camera 
does not 
lum on. 


TVie batteries 
either are 
functioning 
incorrecHy, ore 
dead, are 
instolled 
incorrecriy, are 
missing, or are 
the wrong type. 


• The diorge in the batteries could 
be low or completely drained. 
Try installing new or recharged 
batteries. 

• Ensure lhah the batteries ore 
installed correctly (see page 10). 

• Do not use ordinary olhaline 
batteries- For best results, use 
Energizer Lithium AA or 
rechargeable NiMH AA 
batteries- 




If you are using 
an optional 
HP AC power 

adapter, il is 
not connected 
to the camera, 
or is not 
plugged into a 
power outlet. 


Ensure Ihot the HP AC power 
odapter is connected to the 
camera and is plugged into 0 
wod^ing electricol outlet. 




The Optional 
HP AC power 
adopter is not 
functioning 
correctly. 


Ensure that the HP AC power 
adopter is not domoged and is 
plugged into a working electrical 
outlet. 
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Problem 


Possible cause 


Solution 


The camera 
does not 
lum on 
(continued). 


Ihe optional 
memory cord is 
nc^ a supported 
cond or is 
comjp^. 


Ensure fhaf the memory cord is 
the proper type for your camera 
(see Storage on page 145). If the 
cord is the praper type, remove 
the memory cord and see if you 
con turn on the camera. If you 
con turn on the camera with Fhe 
memory cord removed, then the 
cord is prabobly cornjpted. 
Replace the memory cad. 


iTie camera 
ho5 stopped 
Operating. 


Reset the comero [see Resetting 
the Camera on poge 88). 


Thehmer 
light is on but 
my camera 
seems "stuck" 
and won't 
operate 
properly. 


While the 
camera was 

running^ the 
power was cut 
off then 
reapplied 
quickly. 


Reset the camero (see Resetting 
the Camera on page 88). 
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Possible cause 



Solution 



I hove to 
replace or 
recharge the 
batteries 
frequenriy. 



Extended 
Image Display 
use for Live 
View or video 
recording, 
excessive flosh 
use, and 
excessive 
zooming 
irKreose the 
rote of boltery 
diain. 



The NiMH 
batteries you 
are using were 
recharged 
irKorrecriy, or 
hove drained 
on their own 
because they 
have not been 
used lot^. 



See Extending Ekiltery Lite on 

page 130. 



Battery type is 
inappropriate 
for the way the 
camera is 
being used^ 



NiMH batteries are not fully 
charged when new, and they 
discharge over time whether or 
not they ore installed in o 
camera. Batteries thoF are new or 
hove not been chorged recently 
must be recharged to reach full 
capacity (see Recharging NiMH 
Battan'eson page 134). 



See Performance per Ehittery Type 
on page 1 32. 
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Problem 


Possible cause 


Solution 


The come TO 
batteries will 
not charge. 


Rechcrrgeoble 
batteries are 
not inserted. 


Install NiMH balteries. Lithium 
batteries cannot be recharged. 




Batteries ore 

already 

chained. 


Battery charging will not start if 
the NiMH batteries were recently 

chorged. Try charging fhem 
again otter they hove drained 
awhile. 




The wrong AC 
power adapter 
is being used. 


Use only tine HP AC power 
adapter approved for use with 
this camera (see Appendix B: 
Purchasing Camera Accessories 
on page 1 39). 




Battery voltage 
is too low for 
charging to 
start. 


The camero will not oltempt to 
charge NiMH batteries that may 
be damaged or ove^disdiorged. 
Remove the batteries from the 
camera and charge them in the 
optional HP PhotoSmart Quick 
Recharger for M-series cameras 
[purchased separately), then try 
them in the camera again. If this 
does not work, it is likeFy thot one 
or both of the batteries ore bad. 
Purchase new NiMH batteries 
and try ago in. 
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Prc^lem 


Possible cause 


Solution 


The camera 
batteries will 
not charge 
(continued). 


The bolteries 
ore damaged 
or bad. 


NiMH batleries degrade over 
hme and can fail. If the camera 
d^ed^ 0 problem with the 
batteries, it will not start charging 
or will stop charging prematurely. 
Purchose new botferies. 


Bolteries are 
not inserted 

correcHy. 


Ensure ihot the batteries are 
ins^ted correctCy (see page 10). 


The camera 
does not 
respond 
when 1 press 
a button. 


The camera is 
turned off or 
has shut down. 


Turn on the camera, or turn ti off 
and then on again. 


The camera Is 

connected fo a 
computer. 


Most of rfie camera buttons do 
not respond when the camera is 
connected to a computer If they 
respond, it is only to turn the 
Image Display on if it is off, or, in 
some cases, turn the Image 
Display off if it is on. 


The batteries 
are drained. 


Replace or recharge the batteries. 


The optional 
memory card is 
not a supported 
cord or is 
ccHTupted. 


Ensure that the memory cord is 
the proper type for your camera 
(see Storage on page 1 45). If the 
cord is the proper type, turn off 
the camera, remove the memory 
card, turn on the comero, ond see 
if the comera responds when you 
press 0 button. If so, then tfie COrd 
is probably corrupted. Replace 
the memory canJ. 
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Problem 



Possible cause 



Solution 



The camera 
does not 
respond 
when I press 
a button 
(continued) - 



A long delay 

between 
pressing the 
Shutter button 
and the 
camera 
taking a 
pkture. 



The camera 
has stopped 
Operating. 



Reset the camera (see Resetting 
the Camera on page 88). 



The camera 
needs time to 
lock focus and 
exposure. 


Use Focus Lock (see page 34). 


The scene is 

camera is 
taking 0 long 
exposure. 


• Use ihc ffabh. 

w IT UalrlQ TlQSn JS nui possiDi^i IHQn 

use 0 tripod to keep the camera 
steady during the bng exposure 
time^ 


The camera is 
using a flash 
setting with 

red-eye 
reduction. 


It will kike lorrger to take 0 picture 
with red-eye redudion. The 
shutter is delayed because of the 

odditional flashes, fn turn, make 
sure youf subjecfs wait for the 
additional flashes. 
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Problem 


Possible cause 


Solution 


The camera 
does not take 
0 picture 
when 1 press 
the Sht/tter 
button. 


You did not 
press the 
ShuHer button 
hard enough. 


Press the Shutter button all the 
way down. 


The infernal 
memory or the 
optionol 
memory card 
that is instolled 
isfulL 


Transfer images from the camera 
to your computer, then delete all 
images in internal memory or on 
the memory cord (see Delete on 
page 60). Or replace the card 
with a new one. 


The optional 
memory card 
that is instolled 
is locked. 


With the camera turned off, 
remove the memory cord and 
switch the locking lob on the card 
to the unlocked position. 


The flash is 
recharging. 


Wait until the flash has recharged 
before taking another picture. 


The camera is 
set to the Macro 
^ shooting 
mode and 
cannot take a 
picture until it 
finds focus. 


• Re-focus the comero (try using 
Focus Lock; see page 34). 

• Make sure the subject of the 
picture is within the Macro 
(close-up) range (see Using the 
Shooting Modes on page 38). 


The camera is 
still saving the 
lost picture 
you took. 


Wait a few seconds for the 
camera to finish processing the 
losl image before taking another 
picture. 
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Problem 


Possible cause 


Solution 


My rmage is 
blurry. 


The light is low 
and ifie flash 
is se^ to 
Flash Off ®. 


In dim light, the camera requires 
o longer exposure. Use o tripod 
to hold the camera steady, 
improve lighting conditions^ or set 
the flash to Flash On i (see 
Selting the Flash on poge 37]. 


The camera 
should hove 
been seJ to the 
Macro 

shoofing mode. 


Set the camera to the Macro Jfi, 
shooting mode ond try taking the 
picture again (see Using the 
Shooting Modes on page 38). 


You moved the 
camera while 
you took the 
picture. 


Hold the camera steady as you 
press the Shutter button or use 
o tripod. Watch tor the ^ icon in 
the Image Display (this means 
that it is almost impossible to hold 
the camera steady, and you 
should use a tripod]. 


The camera 
focused on \he 
wrong thing^ or 

L 1 1 

wos unoble to 
focus. 


• Moke sure the focus brackets 
turn green before lokirg the 
picture [see Focusing tfie 

^ nil 

Camera on page Sz). 

• Use Focus Lock (see page 34). 
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Prc^fem 


Passible cause 


Solution 


My image is 
too bright. 


Tbe flash 
provided too 
much light. 


• Turn the ffosh off (see SetHng 
^e Flash on page 37). 

• Move back from the subject and 
use the zoom to get the some 
ffoming. 




A natural or 
artificial source 
other than the 
flash provided 
too much light. 


• Try loking the picture from a 
different angle. 

• Avoid pointing the camero 
direcHy toward a bright light or 
refledive surface on a sunny 
day. 

• Decrease the EV G>mpensation 
{see page 45). 




The scene had 
many dork 
objects, such as 
a block dog on 
a black couch. 


Decrease tf^ EV GHTipensatkin 

(see page 45). 




The fmage 
Display is set to 
High for 
outdoor 
display, 
making Images 
appear too 
bright on the 
Image Display. 


Change the Disploy Brightness in 
^he Setup Menu for more accurate 
brighlness on the Image Display 
(see page 80). 




You used EV 

Comperrsation 
when you 
should not 
hove. 


Set EV Compensofion to 0.0 (see 
page 45). 
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Prc^lem 


Possible cause 


Solution 


My image is 
too dork. 


There was not 
enough light. 


• Wait for natural lighting 
conditions lo improve. 

• Add indirect lighting. 

• Use the flash (see page 37). 

• Increase the EV CompensoHon 
[see page 45]. 




The flash was 
on, but the 
subject was too 
far owoy. 


Moke sure your subject is wilhrn 
the flash working distance (see 
page 144). If so, try using the 
Flash Off ® setting (see 
page 37], which will require a 
longer exposure (use a tripod). 




A light Is 
behinc^ the 
subject. 


• Use the flash On i setting [see 
page 37) lo brighten the subject. 

• Increase the EV Compensafion 
{see page 45). 




Your fingw 
blocked the 
flash. 


Be sure to move your fingers 
away from the flash when you 
take a picture. 




The scene had 
many light- 
colored objeds, 
such OS 0 white 
dog in snow. 


Increase the EV Compensation (see 
page 45}. 
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Prc^fem 


Fbssible couse 


Solution 


My image is 
gnainy- 


Ihe camera 
was too wami 
when the 
piduie was 
taken. Tlie 
camena may 
have been on 
for a long time 
or hod been 
stored in o hot 
locotion. 


This effecl, which con happen on 
oil digilol cameras, is probobly 
not noticeable in most images. 
The effect will diminish os the 
camera cooU. For best image 
quality, ovoid storing ifie cameia 
in very hot locations, ff the 
camera is worm after using it for 
□ long time, consider turning off 
the Imoge Display to minimize 
heating. As with oil electronic 
devices, avoid leaving the camena 
in very hot locotions, such as the 
dashboard of a cor in the sun. 


The ISO Speed 

setting was too 
high. 


Use a low^ ISO Speed setting 
(see page 50). 


The image 

compression of 
the Image 
Quality setting 
(4MR 2MK or 
VGA) wos too 
high. 


Use the 4MP Best Image QiralHy 
setting, which has the lowest 
image compression (see 
page 46). 


TheiB wasnot 
enough light. 


• Wait for natural lighting 
condiNons to improve. 

• Add indirect ligtiting. 

• Use the flash (see page 37). 
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Prc^lem 


Possible cause 


Solution 


The wrong 
date and/or 
time is 
shown. 


The dole and/ 
or time was set 
incorrectly or 
the time zone 
has dionged. 


Reset the dole and time by using 
the Dote & Time option in the 
Setup Menu (see page 82). 




The batteries 
were drained 
or were 
removed from 
the cortiero for 
too long. 


The dale ond time will be 
maintained for about 10 minutes 
without charged batteries 
installed. Reset the dote and time 
by using the Date & Time 0|^ion 
in the Setup Menu (see page 82). 


Thecamefa 
responds very 
sluggishly 
wh^ trying 
to review 
imog^ 


A slow optJonoi 
merrKJry coid 
that is installed 
or too many 
images on the 
card can affect 
actions like 
scrolling 
through 
images, 
magnifying, 
deleting, etc. 


See Storage on page 1 45 and 
Memory Capacity on page 148 
lor tips obout memory cords. 
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Possible cause Solution 



The comero 
gets warm [or 
even hot) to 
the touch. 



You ore using 
the optional 
HP AC power 
odapter to 
power the 
camera or to 
charge the 
batteries in the 
camera, or you 
hove been 
using the 
camera for a 
piolonged 
period of time 
(15 minutes or 
longer). 



TViis is normal However, if 
anything seems out of the 
ordinary, turn off the camera, 
unplug the comers from the 
HP AC power adopter, and allow 
the camera to cool Then examine 
the camera ond the batteries for 
signs o( possible damage. 
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Prc^lem 


Possible cause 


Solution 


1 cannot 
unload 
images from 
the camera to 
my computer. 


Tine HP Image 
Zone software 
is not installed 
on the 
computer. 


Either install ihe HP Image Zone 
software {see Installing the 
Software on page 1 4), or see 
Using Your Camera without 
Installing tf>e HP Imoge Zone 
Software on page 89. 




The computer is 
unable io 
understand the 
Picture Transfer 

Protocol (PTP) 
standard. 


Set your camera to Disk Drive 
mode (see Configuring tf>e 
Camera as a Disk Drive on 
page 93), 


1 am having a 
problem 
installing or 
using tfie 
HP Image 
Zone 
software. 




Refer to ihe HP Customer Support 
website: www.hp.com/support 
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Error Messages on the Camera 



BATTERIES 


Battery power is 


Reploco or recharge tfi© 


DEPLETED 


too low to 


batteries, or use on 




continue 


optional HP AC power 


shuFtina down 


operation. 


adopter. 

r 


Bottenes are 


D u ' 

tiatteries are 


rurctiose new batteries. 




shorted or 


(See Appendix B; 




severely 


Purchasing Camera 




overdischarged. 


Accessories on 






poge 139). 



BoHeries cannot 
be charged 



Either an error 
occurred during 
charging, an AC 
power disruption 
occun^ during 
charging, the 
wrong AC power 
adapter is being 
used, botteries 
are over- 
discharged, 
batteries ore 
detective, or no 
batteries are 
insh:illed in the 
comena. 



Retry chorging the 
botteries o couple of times^ 
If that fails, try chaiging 
iheboltenes in on odernal 
charger H the batteries sHil 
will not charge, purchase 
new batteries and try 
again, (See Appendix B: 
Purchasing Camera 
Accessories on 
page 139). 



UNSUPPORTED 
CARD 



The optionol 
memory cord that 
is instolted in the 
memory slot is 
not o supported 
memory card. 



Ensure that the memory 
cord is the proper type for 
your camera. (See Storage 
on page 1 45-) 
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Message 


Fbssibfe cause 


Solution 


CARD IS 
UNFORMATTED 
Press OK to 
forTnaf card 


The optionol 
memory card that 
is installed needs 
to be fonmatted. 


Formol the memory card 
by following the 
instructions on the Image 
Display (or remove the 
cand from the corneiti if 
you do not wont it to be 
formatted). 


CARD HAS 
WRONG 
FORMAT 
Press OK to 
format card 


The optional 
memory cord thot 
h installed is 

formatted for a 
different device, 
sudi 05 on 
pbyer 


Re -format the memory 
cord by following ifie 
instructions on the Image 

Display (or remove the 
card from ihe camera if 
you do not want it to be 
re-formotted}. 


Unable to Format 
Try Again 


Ihe optional 
memory cord that 
is installed is 
comipted. 


Replace the memory card, 
or if you have a memory 
cord reader, try formatting 
Ihe cand on your 
computer. See your cad 
reader documentation for 
instructions. 


TheCQid is 
locked. Please 
remove the card 
from your 
camera. 


When trying to 
configure your 
HP Instant Share 
menu, the 
optional memory 
card that is 
installed is 
locked. 


With the camera ti^med 
off, simply remove the 
memory cord from the 
camera and continue ihe 
HP Instant Share task, or 
switch the locking tab on 
the card to the unlocked 
position before continuing. 
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Message 


Fbssible cause 


Solution 


CARD LOCKED 


The optionol 
memory card that 
is installed is 
locked. 


Wilh the camera turned 
off, remove the memory 
card from tfie comero arvi 
switch the locking tab on 
the card to the unlocked 
position. 


MEMORY FULL 
or 

CARD FULi 


There is 

insufficient room 
to save more 
images in 
internal memory 
or an the optional 
memory card that 
is installed. 


Transfer images from the 
camera to your computer, 
then delete all images in 
internal memory or on the 
memory card (see Delete 
on page 60). Or replace 
the cad wirti a new one. 


Memory full. 

or 

Cord full Camero 
cannol- save 
Share selecKons. 


Internal memory 
or ihe optional 
memory cord is 
full, preventing 
HP Instant Share 
destinations fit>m 
being saved to 
the camera, or 
preventing 
images from 
b^ng marked for 
HP Instant Share- 


Transfer images from the 
camera to your computer, 
then delete oil images in 
internal memory or on the 
memory cord (see Delete 
on page 60). Then set up 
the HP Instant Share 
destinolions again (see 
Setting Up Destinotions in 
the HP Instant Share Menu 
on page 65). 


Memory/cord too 
fullto recQfd 
audio. 


There is 

insufficient room 
to record more 
than 3 seconds of 
audio- 


Transfer images from the 
camera to your computer, 
then delete all images in 
internal memory or on the 
memory card (see Delete 
on page 60). Or replace 
the card with a new one. 
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Message 


Fbsslble cause 


Solution 


InsuHicient space 
on card to 
complete request. 


There is 

insufficienJ room 
in iniemol 
merTMDry or on itie 
Optionol memory 
cord torototeihe 
imoge. 


Tronsfer images from the 
comero to your computer, 
then dclcic oil imoges in 
internal memory or on the 
memory cord (see Delete 
on page 60). Then n:>tate 
the image using your 
computer. 


The imoge is too 
big to rotate or 
magnify. 


The image probably came 
from another camera^ 
Transfer the image from 
the camera to your 
computer, tfien rotate or 
magnify the image using 
your computer. 


CARD IS 
UNREADABLE 


The camera is 
having trouble 
reading the 
optionol mernory 
cond that is 
installed. The 
cord ma/ be 
convpted or an 
unsupported 
type. 


■ Try turrng ihc camera 
ofF and then bock on. 

■ Ensure thot the memory 
cord is the proper type 
for your camera (see 
Storageonpage 145). If 
the memory card is the 
proper type, Iry re- 
tormolling the card using 
the Fbrmat oplion n the 
Delate sub-menu of the 
Playback Menu (see 
Delete on page 60). If it 
will not fonnot, it is 
probably corrupted. 
Replace the memory 
cord. 
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Message 


Passible cause 


Solirtion 


PROCESSING- 


The camera is 
processing data, 
such as saving 
\he last pi dure 
you took. 


WaiJ o few seconds for the 
camera to finish 
processing before taking 
another picture or pressing 
another button. 


CHARGING 
FLASH- 


The camera is 
recharging fhe 
^ash. 


It takes longer to charge 
fhe flash when the battery 
is low. If you see this 
message a lot, you may 
need to replace or 
recharge the battery. 


FOCUS TOO FAR 
and blinking A 


The focus 
distance is 
beyond where Jhe 
camera can focus 
in \he Macro ^ 
shooting mode. 


• Change the shooting 
mode (see Using the 
Shooting Modes on 
page 38}. 

• Move closer lo the 
subject, within the range 
of the Macro sh doling 
mode (see Using the 
Shooting Modes on 
page 38}. 


FOCUS TOO 
CLOSE 


The focus 
distance is closer 
Jhon \he camera 
can focus in the 
Macro 

shooting mode. 


Move farlher away from 
the subject, within Macro 
range (see page 3d). 
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Message 


Possible CO use 


Solirtion 


Blinking A 


The focus 
distance is closer 
Jhon Jhe camera 
con focus without 
being in the 
Mocro ^ 
shooting mode. 


Set Jhe camera \o 
Mocro ^ shooting mode 
or move forther awoy. 


UNABLE TO 
FOCUS and 

blinking A 


The camera 
connot find focus 
in Jhe Macro ft 
shooting mode, 
possibly due to 
low controsK 


• Use Focus Lock (see 
page 34). Ftoint oto port 
of the scene t hot is 
brighter. 

• Make sure the coinera is 
within Macro range (see 
page 38]. 


(camera shake 
warning) 


The light is low 
and the image is 
likely to be blurry 
due to the long 
exposure 
required. 


Use the flosh (see Setting 
the Flosh on page 37), or 
use o tripod. 


ERROR SAVING 

IMAGE 

or 

ERROR SAVING 
ViDEO 


The optional 
memory cord that 
is installed was 
removed before 
Jhe camera 
finished writing to 
Jhe cord or was 
ho Jf- locked. 


• Alwoys woit until the 
Memory lighl stops 
blinking before removing 
the memory cord from 
the comena. 

• With the camera turned 
off, remove the memory 
cord and check to see if 
the locking tab on the 
edge of the cord is fjlly 
in the unlocked position. 
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Message 


hissible cause 


Solufion 


Gjnnot display 
image 


The image was 
taken with 
onottier camera 
or the image tile 
was corrupted 
when the cornero 
was shut down 
improperly. 


• The image may slill bo 
okay. Transfer the image 
lo your computer and Try 
opening it with the 

HP Image Zone sottwore^ 

• Do not remove Ihe 
memory cord when the 
camera k lumcd on 


Gjmefa has 
experienced an 
error 


The camera may 
have 0 firmware 
problem. 


Turn the camera off and 
then on again. If that does 
not fix fhe problem, try 
resetting the comera (see 
Resetting the Camera on 
page 88), If the problem 
persists, note the error 
code and then coll HP 
Support (see Getting 
Assistance on page 122). 


Unknown USB 


Tlie camera is 
connected to a 
USBdevice that it 
does not 
recognize. 


Moke sure that the comero 
is conn&cted to a 
supported printer or 
computer. 
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Message 


Fbssibie cause 


Sdution 


Unable 1^ 
communicate with 
printer 


There is no 
connection 
between the 
comera and 
printer 


• Check ihol the printer is 
lumed on. 

• Make sure ihe cable is 
connected between the 
printer and the comera 
or ttie optional 

HP PhotoSmart M-series 
dodc. if that does not 
work, turn off the camera 
ond disconnect i1. Turn 
the printer off and then 
on ago in. Re-connect the 
camera ond turn it on. 


Unsupported 
printer 


The printer is an 

unsupported 
device. 


Connect the camera to a 

supported printer, such as 
on HP PhotoSmart or 
Pid B ridg e-com pati bl e 
printer. Or conned the 
camera to a computer and 
print from there instead. 


Photo tray is 
engaged. 
Disengage photo 
tray or select 
smaller paper 
size. 


The selected 
paper size cannot 
be used with the 
printer photo 
tray. 


Disengage the printer 
photo tray, or change the 
paper size in the Print 
Setup menu on the 
cam^. 


Printer top cover 

is open 


Tlie printer is 

open. 


Close the top cover of the 
printer 


Incorrect or 
missing print 
cartridge 


The printer 
cartridge is the 
inccMTect model 
or is missing. 


Install o new printer 
cartridge, turn the printer 
oft then turn it bock on. 
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Message 


h>ssib!e cause 


Sdution 

t 


printer has □ 
paper jam 
or 

The print carriage 
hos stalled 


There is o paper 
jam or the printer 
carriage has 
stalled. 


Turn q\\ the printer. 
Completely clear the 
popor jom, then turn the 
printer boclt on. 


Printer is out- of 
paper 


The printer is out 
of paper. 


Load paper inlo the 
printer, and then press the 
OK or Continue button on 

the printer 

Press Menu/OK on the 
camera to return ta the 
Print Setup screen and 
select 0 print size that 
matches the paper size. 
Or select a larger paper 
size and load larger poper 
into the printer 


Selected print size 
is larger than 
selected paper 
size. 


Print size is too 
large lor the 
paper size. 


Selected paper 
size is too big for 
printer 


Selected paper 
size is [arger than 
the maximum 
size supported in 
the printer. 


Press Menu/OK on the 
camero to return to the 
Print Setup screen and 
select a pop^ size that fits 
the printer. 


BorderIeK 
printing ts only 
supported on 
photo paper. 


You tried to print 
a borderless 
image on plain 
paper 


Select a smaller print size 
or make sure Paper Type 
on the Print Setup screen is 
set to Photo {press Menu/ 
OK on the camera to 
return to the Print Setup 
screen ond set Paper Type 
to Photo). Put photo paper 
in the printer. 
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.Message 


Fbssibfe cause 


Solution 


Borderiess 
printing is not 
supported on thb 
printer 


The printer does 
not support 
boitlerless 
printing. 


Press Menu/OKon the 
camera to return to tfie 
Print Setup screen and 
select 0 smaller print size. 


Printing corbeled 


The print job hos 
been canceled. 


Press the Menir/OK button 

on the comero. Complete 
the print request ogoin. 
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Error Messages on the Computer 



Ginnot Conned 
To Produd 



The computer 
needs to access 
liles in memory 
during HP Instant 
Shore sehjp. But 
either the 
internal memory 
is full, or if an 
optional memory 
cord is instolled, 
the card is fulL 


If internal memory or the 
opiionol memory cord is 
full, transfer the imoges to 
□ computer (see 
Tronsierring Imoges to a 
Computer on page 73} 
and then delete the 
images from the camero to 
free-up spoce (see Delete 
on page 60). 


Tlie comero is 
turned off. 


Turn on the comero. 


The coinera is 
not working 
con^dly. 


Try connecting the 
comera directly to on 

HP PhotoSmart or 
PictB ri dge- co mpo ti ble 
printer, ond print an 
image. This will verify thot 
the image, optional 
memory cord, USB 
connection, and tine USB 

LI i ^ 

coble are tunctioning 
correctly. 


The coble is not 

connected 
correctly. 


Make sure that the coble is 

firmly conneclec! to the 
computer ond comero. 
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Message 


Possible cause 


Solution 


GjnrKJt Conr>ect 
To Product 
(continued) 


The camera is 
set to the Digital 
Camera setting 
inlheUSB 
Configuration 
sub-rnenu of the 
Setup Menu, but 
the computer 
cannot 
recognize the 
camera os a 
digital camera. 


Change the USB 
Configuration setting to 
Disk Drive in the Setup 
Menu. {See page 83 0 This 
allows the camera to 
appear as another disk 
drive on tine computer so 
thot you can cosily copy 
the image files from the 
camera to the computer 
hqrd drive- 




The camera is 
connected to the 
computer 
through a USB 
hub, and your 
USB hub is not 
compatible with 
the CO mem. 


Connect the comcra 
directly to a USB port on 
the computer. 




You cfre using 
the optional 
HP PhotoSmart 
M-series dock 
and forgot to 
press the Save/ 
Print button. 


Press the Save/Print button 
on the dock. 
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Message 


Possible cause 


Solution 


Ginnot Conr>ect 
To Product 
(continued) 


The opJioncfl 
memory card 
that is inskilted is 
bcked. 


Wifh \he camera lurned 
off, remove ihe memory 
card ond switch the 
locking tab an the cord to 
the unlocbd position. 


The USB 

connection 

failed. 


Reboot the computer. 


Could Not Send 
To Service 


The computer is 
no^ connected ^o 
the Internet. 


Moke sure your cornputer 
is online. 


G>mmuniccrtion 
Problem 


Other HP Instant 
Share software is 

running wilh 
exclusive access 
to your camera. 


Close the other HP Instant 
Share program. 
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Getting Assistance 

Tfiis section contains support information for your digital 
camera, including support website information, on e)q3lanation 
of Ifie support process, and support phone numbers. 

HP Accessibility Website 

Custoniers with disabilities can get help by visiting 
www. hp.com/hpi nfo/ commu nity/ occessi bllitY/prodsarv 

HP Piiotosmart Website 

Vjsilwww.photosmart.hp.com orwww.hp.com/photic»martfor 

the following information: 

• Tips on using your camera more ei^ctively and creatively 

■ HP digital camera driver updates and software 

■ Register your product 

• Subscribe to ncw^etters, driver and software updates, and 

support alerts 

Support Process 

The HP support process works most effectively if you perform 
the following st^ in tfie order specified: 

1 Review the troubleshooting section of this User's Manual 
(see Problems and Solutions on poge 95). 

2 Access the HP Customer Core website for support. If you 
have access to the Internet, you can obtoin a wide range of 
information about your digital comero. Visit The HP website 
for pn^dud help, drivers, and software updates at 
www.hp.com/ support 
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Customer Supporl is available in the following longuages: 
Dulch, English, French, German, Italian, Portuguese, 
Spanish, Swedish, Tradrtional Chinese, Simplified Chinese, 

Japanese, Korean. [Donish, Finnish, and Norwegian 
support informoHon is available in English only.) 

3 Access HP e-supporl. If you have access to tfie Internet, 
connect with HP via e-mail by going to: vAW.hp.com/ 
support. You will receive a personal reply from on HP 
Customer Support technician. E-mail support is available in 
the languages fisted ot that website. 

4 (US ond Conadian customers, skip this step and go on to 
Step 5.) Contact your local HP dealer. If your digital camera 
has a hardware failure, take it to your local HP dealer for a 
solution. Service is free during your digital camera's limited 
warranty period. 

5 Contact HP Customer Care for support by phone. Please 
consult the following website to check tfie details and 
conditions of phone support in your country/ region; 
wv/w.hp.com/suppoft. As a part of HP's continuing efforts 
to impove phone support information services, we advise 
you to check the HP website on a regular basis for new 
information regarding service features and delivery. If you 
canned solve the problem using the above options, call HP 
while you are in front of your computer and digital camero- 
For faster service, please be prepared to provide the 
following information: 

* Tfbe digital comera's model number (on the front of the 
camera) 

* The digital camera's serial number (on the bottom of the 
camera) 

* Tfte computer's operating system and available RAM 
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• The version of the HP softwore (on the CD label) 

• Messoges displayed at the time the situation occurrecJ 

The applicobie conditions for HP phone support are subjed to 
change without notice. 

Telephone support is free f nam the date of purchase for tfie 
period specified unless otherwise noted. 





Phone 






Africa 


30 days 


Asia Pacific 


1 year 


Canada 


1 year 


Europe 


1 year 


Latin America 


1 year 


Middle East 


30 days 


United States 


1 year 



Phone Support in the United States 
and Canada 

Support rs available both during and after the warranty period. 

Within the period of your warronty, telephone support is 
pn^^ided free of charge. Call 1 -(800) -474-6836 (1-800- 
HP Invent). 

HP Total Core phone support rs ovoilabfe rn both English and 
Spanish 24x7. (Days and hours of support may change without 
notice.) 
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After the warronly period, call l-(800)-474-6836 (1-SOO- 
HP invent]- A service charge will be required, which will be 
charged to your credit card. If you think your HP product needs 

service, pleose call HP Total Care and a Totol Care 
Representative will help you determine your service options. 

Phone Support in Europe, the 
Middle East, and Africa 

HP Customer Support phone numbers and policies may 
change. Visit the following website to check the details ond 
conditions of phone support in your country/ region: 
www, hp.com/ support 

Algeria+21361 5645 43 

Austria +43 1 86332 1000 

0810-001000 (in-coi^ntry) 

Bahrain 800 171 [in-country toll-free) 

Belgium 070 300 005 (Dutch) 

070 300 004 (French] 

Ctodi Republic +420 261307310 

Denmork +45 70 202 845 

Egypt +20 2 532 5222 

Finland +358 (0)203 66 767 

France +33 (0]892 69 60 22 (Euro 0.34/minute) 

Gemiany +49 (0)1 80 5652 180 [Euro 0. 12/minute) 

Greece +30 210 6073603 (international number) 
801 11 22 55 47 (in-country) 
800 9 2649 (toll-free from Cyprus to Athens) 
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Hungary +36 1 382 1111 

Ireland 1890923 902 

Israel +972(0)9 8304848 

Italy 848 800 871 

Iwxembourg 900 40 006 (French) 

900 40 007 (German) 

Middle East +971 4 366 2020 [international number) 

Morocco+21222 404747 

NelheHarKis 0900 2020 165 (Euro 0.10/minute] 

Migaria +234 1 3204 999 

Nor\vay +47 815 62 070 

Poland +48 22 5666 000 

Portugal 808 201 492 

Romania +40 [21)315 4442 

Russian Federation +7 095 7973520 (Moscow) 

+7 812 3467997 (St. Petersburg) 

Saudi Ansbia 800 897 1444 (in -country toll-free) 

Slovakia +421 2 50222444 

Soulli Africa 086 0001030 (Republic of Sourfi Africa) 
+27 1 1 2589301 (inlernaMonol number) 

Spain 902 010 059 

Sweden +46 (0)77 120 4765 

Switzeriand 0848 672 672 (German, French, Italian- 

P&ak time 0.08 CHF/Outside peak 0.04 CHF) 
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Tuni5b+21671 89 12 22 

Turlaty+90 216 579 71 71 

Ukraine +7 [380 44) 4903520 (Kiev) 

United Arab Emirates 800 4520 (in-country toll-free) 

United Kingdom +44 (0)870 010 4320 

West Africa +351 213 17 63 80 (French-speaking 
countries only} 

Other Phone Support Worldwide 

HP Customer Core phone numbers and policies may change. 

Visit the following websrte \o check ihe details and conditions 
of phone support in your country/ region: www.hp.com/ 
support. 

Argentina (54) 1 1 -477^^80 or 0-81 0-555-5520 

Australia +^51 (3) 8877 8000 or local (03) 8877 8000 

Brazil 0800-15-7751 or 1 1 -3747-7799 

Canada 1-800-474-6836 

(905-206-4663 from within local Mississougo 
calling area) 

Chile 800-360-999 

China +86 (21)3881 4518 

Colombia 01-800-5 1 -HP-INVENT 

Costa Rica 0-800-01 1-41 14 or 1-800-711-2884 

Ecuador 999-1 1 9 (Andinatel) 

+1 -800-71 1-2884 (Andinatel) 
1-800-225-528 (Pacifitel) 
+ 1-800711-2884 (Pacifital) 
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Guat«mab 1-800-999-5105 

Hong KoTtQ SAR +852 2802 4098 

India 1 600 447737 

Indonesia +62(21)350 3408 

Jamaica 1-800-711-2884 

Japan 0570 000 51 1 (inside Japan) 

+81 3 3335 9800 (outside Japan) 

foiwi, Rapublk o( +82 1 588-3003 

Malaysbl 800 805405 

Mexico 01-800-472-6684 or (55)5258-9922 

NewZechnd 1-64 [9) 356 6640 

Panama 001 -800-71 1-2884 

?enj 0-800-10111 

Philippines +63 [2) 867 3551 

Republica Dominicana 1-800-711-2884 

Singopore +65 6272 5300 

Taiwan 4^ 0 800 010055 

Thailand +66 (0)2 353 9000 

Trinidod & Tobago 1 -800-71 1 -2884 

United States +1 (800) 474-6836 

Venezuela 0-800-4746-8368 

Vietnam +84(0)8 8234530 
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Appendix A: 
Managing Batteries 



Your camera uses two AA batteries. Do rrot use ordinory 
alkaline batteries. For best results, use Energizer Lithium AA or 
rechargeable Nickel Metal Hydride (NiMH) AA botteries- 

Top Points About Batteries 

• The first time that you use o set of NIMH batteries, be sure 
thot you fully charge them before using them in the camera. 

■ If you do not intend to use your camera for extended 
periods of time {more thon two months), HP recommends 
that you remove the batteries unless you are using 
rechar^able batteries and are leaving the camera docked 
or connected to an optional HP AC power adopter. 

■ When inserting the batteries in the camera, always be sure 
to orient the batteries as directed by the markir^s in the 
battery compartment. If the batteries ore inserted 
improperly, the compartment door may close but the 
camera will not c^rarate. 

■ Never use batteries of different chemistries (Lithium and 
NiMH}, brands, or ages. TViis con cause erratic comero 
behavior, as well os battery leokoge^ Alwoys use two 
identical batteries of the same chemistry, brand, and age. 
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■ The performance of all batteries will decrease os the 
temperature drops. For best performance in cold 
environments, use Energizer Lithium AA batteries. NiMH 
battenes may also provide occeptable low temperoture 
performance. To improve the performance of ail battery 
types, keep the camera and/or batteries stored in a v/arm 
inside pocket when in a cold environment. 

Extending Battery Life 

Here ere some tips for extending battery lifo: 

• Turn off the Image Display and use the viewftnder instead 
when framing pictures and video. Leave the Image Display 
off whenever possible. 

■ Change the Live View at Bsv/er On setting in the Setup 

Menu to Live ^ew Off, so that your camero does not power 
on in Live View (see Live View at Power On on page 81). 

■ Changed Display Brightn^ setting in the Setup Menu to 
Low, so that the Image Display consumes less power when 
in Live View (see Display Brightness on page 80). 

■ Minimize the use of flash by setting your camera to Auto 
Flash, instead <A Hash On (see S^ng the Hash on 
page 37). 

• Use zoom only when necessary to minimize moving the lens 
(see Using Zoom on page 35). 
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• Minimize unr>ecessary power cycling. If you exped to 
overage mora than two picturas every five minutes, leove the 
camera on witfi tfie linage Display off, rattier tfian turning 
off tfie camera after each shot. This minimizes tfw number oJ 
times tfw lens must extend ond retrod. 

• Use tfie optionol HP AC power adapter or HP PhotoSmart 
M-series dock when the camera will be on for extended 
periods of time, such as when you transfer images to your 
computer or when printing. 

Safety Precautions for Using 
NiMH Batteries 

■ Do not diarge any batteries other tfian NiMI-l batteries in 
the camera, the optional HP Photosmort M-series dock, or 
the optional HP Photosmort Quick Recharger. 

■ Do not place on NiMH battery in fira or heat ttie bottery. 

• Do not connect the positive terminal and the negative 
terminal of an NiMH battery to each other with any metal 
object (such as wire), 

■ Do not carry or store an NiMH battery together with coins, 
neckloces, hairpins, or other metol objects. Plocing on 
NiMH bottery in contact with coins is especially dangerous 
to youl To ovoid injury, do not drap this battery into a 
chonge -filled pocket. 

• Do not pierce the battery with nails, strike the battery with a 
hammer, step on the battery, or otherwise subjed it to strong 
impacts or shocks. 

• Do not solder directly onto the battery. 

• Do not expose the battery to water or salt water, or allow 
the battery to get wet. 
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• Do not disassemble or modify the battery. The battery 
contains safety and protection devices, which, if damaged, 
may cause the battery to generate heat explode, or ignite. 

• Immediately discontinue use of the bottery if, while using, 
chorging, or storing the battery, the battery emits on 
unusual smell, feels excessively hot (note that it is normal for 
the battery to feel warm), chortges cobr or shape, or 
oppeors abnormal in any other way. 

• Jn the event the battery leaks and the fluid gets into your 
eye, do not njb the eye. Rinse well with water and 
immediately seek medical core. If left untreoted, tfi© battery 
fluid could cause damage to the eye. 



Performance per Battery Type 

The following table shows how Lithium and rechargeable 
NiMIH batteries perform in different types of use scenarios- 



^ype of use 


Lithium 


NiMH 


Most economical (moro than 30 pidums per 
month) 


Fair 


Good 


Most economical (less than 30 pictures per 
month) 


Good 


Fair 


Heavy use of flash, frequent pictures 


Good 


Good 


Heavy use of video 


Good 


Good 


Heavy use of Live View 


Good 


Good 


Ovensll battery li^ 


Good 


Fair 


Low temperature/winter use 


Good 


Fair 


Infrequent use (without dock) 


Good 


Fair 


Infrequent use (with dock) 


Good 


Good 


Want lo iBchaige bott^s 




Good 
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Power Indicators 

The following icons may be disployed on the status screen, in 
Live View, in Playback, and when the camera is connected to a 
computer or printer. If no icon is displayed, this means that the 
camera has sufficient battery power to function normally. 



lUJil 


|j AT^n ntmn 
UtSA.1 1 Lrl lUi 1 




Batteries are running low. Camera will power down 

aUUI 1. 


^ 


Camera is operating on AC power [with non- 
rechargeable batteries or no batteries installedi. 


Animated 
battery 
filling up 


Camera is operating on AC power and is charging 
the batteries. 




Camera has successfully completed battery 
charging and is operating on AC power. 



NOTE When you remove the batteries from the camera, the 
dote and time settings are preserved for approximately 
1 0 minutes, ff the camera is withoul batteries for longer 
than 10 minutes, the clock is set to the last dote and time 
at which the camenj was turned off. You may be 
pn^mpted to update the dote and time the next lime you 
power on the camera. 
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Recharging NiMH Batteries 

NiMH batteries con be recharged in the camera when the 
camera is connected to an optional HP AC power adopter or 
HP PhotoSmart M-serios dock. NiMH batteries con also be 
rechorged with the optional HP Photosmart battery quick 
recharger. See Appendix B: Purchasing Camera Accessories 
on page 1 39. 

When the HP AC adapter is used to charge the batteries and 
the camera is off, the Power light on the back of the camera will 
Wink during chorging. When the dock is used, the dock light 
vAW blink When the quick recharger is used, ^e light on the 
quick recharger wiJI be red- 

The fbllowirkg table shows the overage time it takes to recharge 
NiMH botteries thot have been fully discharged, depending on 
where the batteries ore being charged- The table oiso notes the 
signal you will see when the botteries hove been rechorged- 



Where botteries 
are charged 


Average 
charge time 


Signal when charging has 
com plotted M 


In camera with 
HP AC pawer 
adapter 
connected 


1 2 ta15 hours 


If the ccimero is off, the 
power light on the camera 
stops blinking and turns off- If 
the camera is on with the 
Image Display on, the iSB 
icon appears. 


In camera while 
camera is in the 
dock 


12to IShoufS 


Power light on the dock stops 
blinking and turns on solid. 


In HP quick 
iBcharger 


1 hour for 2 

batteries 

About 2 haurs 
far 4 batteries 


Light on quick recho^gor 
turns on solid green. 
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If you will no! be using your camera immedialely after 
charging the batteries, we recommend that you leave the 
camera rn the dock or plugged in to the HP AC adapter. The 
comera will top oft the batteries periodically to ensure that the 
camera is always ready tor use. 

Some things to keep in mirKl when using NiMH batteries are 
as follows: 

• The first time that you use o set of NIMH batteries, be sure 
that you fully charge them before using them in the camera, 

m You moy notice tfxrt tfte first several times you use NiMH 
batteries, battery life seems shorter than what you 
expect. PerforiTKince will improve arkd become optimal after 
the batteries have been charged and then discharged (used) 
completely four or five times. You con use the camera 
normally to discharge the batteries during this 
"condttioning" period. 

• Always recharge both NIMH batteries at the same time. 
One low-chorged battery will reduce the battery life for the 
other battery in ihe camera. 

■ NiMH batteries discharge when rK>t in use, wfiether tftey ore 
installed in o camera or not. If they have not been used for 
more than two weeks, recharge them before using them 
again. Even if you ore not using your batteries, it is a good 
idea to charge them every six montfis to a year to pralong 
their useful life. 

■ The performance of all rechargeable batteries, including 
NiMH, will degrade over time, especially if are stored 
and used at high temperatures. If battery life has beconw 
unacceptably reduced over time, replace the batteries. 
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• Ihe camera, the dock, or the quick rechorger may be warm 
while operating and charging NiMH batteries. This is 
norma L 

■ NiMH batteries can be left in the camera, the dock, or the 
quick rechorger for any period of time without horm to the 
batteries or the camera, the dock, or the quick recharger. 
Always store diarged batteries in a cool location. 

Safety Precautions for Recharging 
NiMH Batteries 

■ Do not charge any batteries other than NiMH batteries in 
the camera, the dock, or tHie quick recharger. 

■ Insert the NiMH batteries in the correct orientation in the 
camera, the dock, or the quick recharger. 

• Use the cantera, the dock, or the quick recharger in a dry 
location only. 

■ Do not charge NiMH batteries in a hot location, s\jdt\ as in 
direct sunlight or neor a fire. 

• When recharging NiMH batteries, do not cover the camera, 
the dock, or the quick recharger m any way, 

• Do not operate the camera, the dock, or the quick recharger 
if the NiMH batteries appear domaged in any way. 

• Do not disassemble the camera, the dock, or the quick 
recharger. 

• Unplug the H? AC power adapter or the quick recharger 
from the electrical outlet before cleaning the power adapter 
or quick recharger. 
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Sleep Time-out for Power 
Conservation 



To conserve battery power, the Imoge Dlspfoy \\jrr\s off 
automatically if there is no button activity for 20 seconds when 
in Live View or 30 secorvls when in any other mode. When the 
camera is connected to a computer, the image Display turns off 
automatically 1 0 seconds after the connection rs mode. When 
the comero is in this "sleep" stote, pressing any button will 
wal<e up the camero ogoin. If no buttons ore pressed during 
the sleep state, the camera will turn off after an additional 
5 minutes. 
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Appendix B: 
Purchasing Camera 
Accessories 

You can purchase additional accessories for your camera. 

For informatics on your l-IP M407 and compatible occessories, 
goto: 

• www.hp,com/go/myhpcamera (US) 

■ www.hp.co/myhpccimera (Canada) 

■ www.hp.com (all other countries] 

To purchase accessories, visit your local retailer or order 

online at; 

■ www.hpshopping.com (US) 

■ www.hpshopping.ca (Canada) 

■ www.hp,com/eur/hpoptions (Europe) 

■ www.hp.com/apac/homeandoffice (Asia Pacific) 
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Some accessories for this digital camera are as follows: 

• HP PhotoSmart M-seriKdodc— 

C8907A 

Recharge the AA NiMH batteries in 
your camera so your camera is 
always ready to go. Transfer photos 
easily to your computer, send photo 
e-mails via HP Instont Share, or print pho1o5 af the touch of 
o button. Connect to your TV and view photo slideshows. 

Includes a dock with two rechargeable AA NiMH batteries, 
an audio/video ccile, a USB cable, and an HP AC power 
adapter. 

• HP PhotoSmart M-series quick recharge kit— LI 81 5A (No* 
available in Latin America] 

One hour recharging of AA NiMH batteries, plus stylish 
protection for your HP PhotoSmart M-series camera. 
Includes all you need to provide a home away from home 
for your camera; on ultra- lightweight portable rechorger, a 
camera case, and four high-capacity rechargeable AA 
NiMH batteries. 

• HP Photramart 3.3V AC power adapter for HP PhotoSmart 

M-series cameras— C891 2B (Not ovailaWe in Latin 

America] 

This is the only power adapter supported tor use with 
M-series cameras. 
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• HP PhotoSmart SD memory cards (North America only) 
{For important information about supported types of 
memory cards, see Storage on page 1 45.) 

• HP PhotoSmart 64 MB SD memory card— C8896A 

• HP PhotoSmart 128 MB SD memory card— C8897A 

• HP Photosmarf 256 MB SD memory cand-L181 3A 

• HP PhotoSmart 51 2 MB SD memory card-Ll 814A 

• www.casesonline.com— Go to www.casesonline.com to 
design your own custom case to fit your HP PhotoSmart 
M-ser>es camera. Choose the style, material, and color for 
your camera case. 
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Appendix C: 
Specifications 



^^^^^^^ 




Resolution 


Still pichiFBS: 

• 4.23 MP (2396 by 1 766) total pixel cojnr 

• 4J 1 MP {2344 by 1752) effective pixel count 

Video clips; 

• 288 by 21 6 total pixel count 


Sensor 


Diagonal 7.18 mm {1/2.5-inch, 4:3 format} CCD 


Color depth 


36 bfl(12 bits by 3 colors) 


Lens 


Focal length: 

• Wide— 6.25 mm 
leiepnoTO — i /.zj inm 

• 35 mm equivalent, approximotely 
34 mm Id 05 mm 

ifff^F mill n^r f mill 

r-Number: 

• Wide-f/2.9 to f/4.9 

• Telephoto-f/4.8lof/S.O 


Lens threads 


None 


ViewTinder 


Opticoi real image zoom type viewtinder, 
3x magnification, without diopter adjust 


Zoom 


3x opticot 6x digital zoom 


Focus 


TTL auto focus. Focus ranges: 

• Normal (defauft)-508 mm (20 in) to infinity 

• Macro — 101.6 mm to 812.8 mm {4 in to 32 in) 


ShuHer speed 


1/2000 to 2 seconds 
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reoture 


uescnpfion 


Tripod mount 


les 


Built-in ficish 


Yea, Z5-5econd typical recharge time 


Flash working 
distance 


Zoom 

feition ISO 100 ISO 200 ISO 400 
Wide 2.8 m 4.0 m 57 m 
9.2 ft 13.1 ft 18.5 ft 

Telepholo 1.7 m 2.4 m 3.4 m 

J^i^vli 7fi<i- 11114 

V.^ 11 f.O IT 1 1 . 1 11 


External flash 


No 


Flash settings 


Flash Off, Auto Hash (default), Red-Eye, Flash 
On, Night 


Image Display 


1 .8-inch color active matrix TFT ITPS with 
backlight, 130,338 pixels (557 by 234) 


Image capture 
options 


• StilMdefault) 

• Self-Timer— still picture or video clip taken after 
10-seconddeby 

• Self-Timer - 2 shofs— sfill picture taken after 
lO-sccond delay, then a second picture taken 
about 3 seconds laler. 

Single video taken after 1 0-second delay. 

• Burst— camera takes 3 shots in 0 row OS qukkly 
OS it possibly con, ond then continues taking 
pictures until the camera runs out of memory 

• Video— 30 frames per second (inciudea audio), 
until the camera runa out of memory 
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Fealure 

Storage 



Description 

• 16 MB internal flash memory 

• SloJ for memory card 

• This camera supports both Secure Digital (5D) 
and MulliMediaCord (MMC) memory cards 

1 6 MB and larger. Only MMC cords lhal have 
been verified compliant lo ihe MulliMediaCord 
specificohon ore supported. ComptionI MMC 
Eremory cards hove the |||||||M~ 
MuihMedioCand logo on ihe cord or pockage. 

• SD cords ore recommendedn as they ore faster 
lhan MMC cards ot reoding and writing dalo. 

• This camena support memory cords up to 1 GB. 
A high copacily cord ilself does not affect 
camena performance, but o large number of files 
(over 300) does affect the Nme it takes for the 
camena to ^um on. 

• The number of imoges thot can be saved in 
memory depends on \he Image Quality settings 
(see Memory Capacify on poge 1 48). 



Audio capture 



SKll pictures— oudio clip length depends on the 

amount of ovoiloble memory 

Burst— oudio capture not availoble 

Video dips— audio is recorded outomoticaliy 



Shooting 
modes 



Auto (default), Macro, Fast Shot, Action, Portrait 
Landscape, Beach 8t Snow 



EV 

Compensation 
settings 



Can be set manually from -2.0 to +2.0 EV 
(Exposure Value] in 1/2 EV increments. 



Image Quality 
settings 



4MP Best 
4MP (default) 
2MP 
VGA 
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Feature 


Description 


White Balance 


Auto (detouit), Sun, Shade, Tungsten, Fluorescent 


settings 




ISO Speed 

senings 


Auto (default), 100, 200, 400 


Color settings 


Full Color [default], Black & White, Sepki 


Date & Time 
Imprint settings 


Off (default), Dote Only, Dote & Time 


Compression 
format 


• JPEG (EXIFj tor sHIIimoges 

• EXIF2.2 for still images With embedded audio 

• MFEGl for video dips 


Interfaces 


• USB mini A/B connector lo a computer or 
PidBridge -compatible printer 

• DPS (Direct Printing Stondord) 

• USB to HP PhotoSmart printers 

• DC input 3.3 Vdc @ 2500 mA 

• IHP PhotoSmart M-series dock 


Orfentdtion 

Sensor 


No 


Standards 


• PTP transfer (15740) 

• MSDClransfer 

• NTSC/PAL 

• JPEG 

• MPEGl level 1 

• DPOF IJ 

• EXIF 2.2 

• DCF 1 .0 

• DPS 
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Feature 


Description 


Pcnver 


Typical power usage: 2.1 Walls with Image 
Display on. 4.5 Walls maximum power usage^ 

Ibwer sources include: 

• Either two non- rechargeable AA Lithium 
batteries (included) or hwo rechargeable AA 
NiMIH batteries (purchased separately). 
Rechargeable boffcncs can be recharged eilher 
in the comera using the optional HP AC power 
adapter or optional HP Photosmart M-series 
dock, or separately in the optional 

HP Photosmart Quick Rechorger. Average 
recharging times ot NiMH batteries via each ot 
these methods are provided in ihe section 
Recharging NiMH Batteries on poge 134. 

• Optional HP AC power odopler [3.3 Vdc, 
2500 mA, 8.25 W] 

• Optional HP Pholosmorl M-series dock 

Recharging in camera with \Ue optional HP AC 

1 1 1 m nl ■ 

power adapter or optional HP tTiotOSmart 

M-series clock: 100% in IShours. 


External body 
dimensions 


Meosureinents with comero off oncl lens 
retracted: 

107 mm IL) by 36 mm (W) by 53 mm (H) 

In iLi vV 1 .■t*f In ^"V J oy 1 ^ in (■'I 


Weight 


146 gnams (.32 pounds) without battery 
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Feature 


Description 


Temperature 


Operafional: 


rar>ge 


0 to 50^ C (32 to 122° F) at 




1 0 TO OD/b rewfrve nuiniaiTy 




Storage: 




-30 to 65° C (-22 to 1 49° F) at 




1 5 to 90% rebtive humidity 


Warranty 


1 year limited warranty tracked by HP Customer 
Support 



Memory Capacity 

T^e following table lists The approximate number and average 
size of still images that can be stored in the internal memory In 
tbe camera when the camera is set to different Image Quality 
settings ovailable in the Gipture Menu. 

NOTE Not all 1 6 MB of internal memory is availoble for 
storing images, because some memory is used for internal 
camera operations. Afso, the actual file sizes and number 
of still images ifiat can be stored in the internal memory in 
the camera or on an optional memory card will vary, 
depending on the content of each still image. 



4MP Best 


6 images (2.0 MB each) 


4MP (default) 


10 images (1.25 MB each) 


2MP 


26 images (500 KB each) 


VGA 


162 images (80 KB each) 
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setting 43 

Timer/Bur3t button 18 
buttons on camera 1 6 
buying camera accessories 1 39 
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camero 
accessories, pjrchoslng 139 
cleaning the lens 94 
menus 23 
reset 88 

specifications 143 

states 22 

turn on/off 12 
camera dock 

connector on camera 21 

description 9 

purchasing 140 
camera ports 

back and first side of 
camera 16 

front, second side, and bottom 
of camera 20 

lop of camera 22 
Camera Sounds, setting 81 
capacity of internal memory 148 
Capture Menu 

Help for menu options 45 

restore settings 45 

using 44 
cleaning the fens 94 
Color of imogcs, setting 51 
compression format 146 
computer, conncch camera to 73 
connections 

as a Picture Transfer Protocol 
(FTP) device 83 

as a USB Mass Storage Device 
Class (MSDC) 83 
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to computer 73 
to printer 75 

connectors 

AC power adopter 21 

comero dock 21 

USB 21 
conserving battery life 1 30 
Controller with orrow birttons, 

description 18 
crosshoirs in viewfinder 32 
cuslomer support 122 

D 

dorkening on imoge 45 
Dote St Time Imprint, setting 51 
Dote & Time, setting 13, 82 
delete during instont 

Review 27, 30 
Delete, using 60 
digitoi zoom 35 
direcl print 
HP Instant Shore/Print 

button 18 
printing images from camera 
to printer or computer 75 
disk drive, comero as 83 
Display Brightness, setting 80 

E 

error messages 

on camera 109 

on computer 1 19 
EV Compensation, setting 45 
extending battery life 130 
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Fast Shot mode, setting 39 
flosh 

description 20 

re^re setting 38 

settings 37 

using 37 

working distance 144 
Flash button, descripKon 1 8 
focjs 

brockets, using 32 

camera shake 35 

lock 34 

range 143 
formal 

internal memory 61 

memory card 61 

H 

help from customer support 1 22 
Help, online 

for Capture Menu options 45 

Help Menu, using 24 
HP AC power odapter 

connector on camera 21 

purchosing 140 
HP Image Zone software 

installing T4 

not using 89 
HP Instant Shore 

customizing the HP Instant 
Share Menu 65 

description 9, 63 

HP Enstont Share/Print 
button 18, 65 
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turn on/ off 65 
using the IHP Inskint Share 
Menu 64 
HP Instant Share Menu 
customizing 65 
description 64 

selecting individiral images 69 
setting up destinations 65 
using 64 

HP InsJant Share/Print button 65 

HP web sites 122 



Image Display 

description 1 8 

Live View at Power On 
set^ng 81 

Live View button 19 

status screen 25 

using 30 
image Quality, setting 46 
images 

brightening 45 

Color seth'ng 51 

daricening 45 

Date & Time Imprint 51 

Image Quality setting 46 

ISO Speed sorting 50 

mognifying 57 

number remaining 25, 3 1 , 56 
number saved in internal 

memory 148 
record audio dips 28 
Rotate 62 

shooting modes 38 



thumbnails view 56 

too dark/light 45 

transferring camera to 
computer 73 

White Babnce setting 48 
indicators, power 133 
install 

batteries 10 

memory card 1 1 

sottwore 14, 15 

wrist strap 10 
internal memory 

format 6 1 

image capacity of 148 
pictures remaining 25, 31, 56 
ISO Speed, setting 50 

L 

Landscape mode, setting 40 
Language 

change setting 85 

choose at first startup 13 
LEDs (lights) on camera 

AFviewtinder light 19 

Memory light 17 

Power light 17 

Self-Timer/Video light 20 

Video viewfinder light 19 
lens, cleaning 94 
life of battery, conserving 130 
Live View 

button 19 

using 30 
Live View at Power On, 

setting 81 
low battery indicator 133 
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M 

Macintosh compuJer 

connect to 73 

install software 15 

USB setting on cam^-a S3 
Macro mode, setting 39 
Magnify 

control on Zoom lever 17 

usmg 57 
magnifying imoges 57 
memory cord 

door on comero 1 S 

formot 6 1 

install 1 1 

pictures remaining 25, 31, 56 
supported types and sizes 1 45 

Memory light, description 17 

memory, internal 
formot 6 1 

image capacity 148 
Menu/OK button, 
description 18 

menus 
Capture 44 
Help 24 

HP Instant Share 64 

overview 23 

Playback 58 

Setup 79 
messages 

on camera 1 09 

on computer 1 19 
microphone, description 20 
MODE button 18 
Move Images to Card 85 
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NiMH batteries 

recharging 134 

safety precautions 1 3 1 
number of 

images stored in internal 
memory 148 

pictures remaining 25, 31 , 56 

O 

ON/OFF switch, description 17 
online Help 

for Capture Menu options 45 

Help menu, using 24 
optical zoom 35 
over-exposing an image 45 
override automatic exposure 38 

P 

parts of camera 

bock and first side 
camera 16 

front, second side, and bottom 
of camera 20 

top of camera 22 
performance per battery 

type 132 
pictures 

record audio clips 28 

share 63 

take self-timer 41 

take stills 27 
Playback 

button, description 1 9 

Menu, using 58 

using 53 
Portrait mode, setting 39 
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power 

indicators 133 
light 17 

specif icafions 147 

turn on/otf 12 
power adapter, HP AC 21 

connector on camera 21 

purcfiasing 1 40 
Power light, description 17 
Power ON/OFF switch, 

description 17 
print images 

direcHy to printer 75 

HP Instant Shore/Print 
bi/tton 18 

using HP instant Share 63 
problems, troubleshooting 87 
product support 1?2 
purchasing camera 

accessories 139 
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Exposure Compensation 1 45 

flash 144 

F-number 143 

focus 143 
rcchorging NiMH batteries 134 
record 

audio clips 28, 61 

video clips 29 
red-eye reduction, 

desaiption 38 
remaining pictures count 25, 

31,56 
reset comero SB 
restore settings 26, 38, 40, 42, 
43, 45 



reviewing images 53 
rotate images 62 

5 

safety precoutions for NiMH 

batteries 131 
selecting images for hIP Instant 

Shore destinations 69 
Self-Timer 
light 20 

restore selling 42 
settings 41 

Timer/Burst button 18 
selfings, restore 26, 38, 40, 42, 

43, 45 
Setup Menu, using 79 
share pictures 63 
shooting mode 

button 1 8 

restore selling 40 

sellings 38 
Shutter button 

description 22 

lock exposure and focus 32 
shutter speed range 143 
softworo 

instolling 14, 15 

using comera without 89 
sounds of camera 81 
space remaining in memory 25, 

31,56 
specifications 143 
states, camera 22 
status soeen 25 
still pictures, take 27 
support for users 122 
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Technical support 1 22 
Thumbnails 

control on Zoom lever 17 

viewing 56 
Time & Dote, setting ^3, 82 
Timer/Burst buHon 18 
lotol images summary screen 56 
transfer inxiges to computer 73 
tripod mounts description 21 
Troubleshool problems 87 
turn on/off power 12 
TV (television) Configuration 
setting 84 

U 

under-exposing an imcige 45 
USB 

configuralior setting 83 
connector on camera 21 

V 

Video button, description 22 
video clips, recording 29 
Video viewfinder light 19 
viewfinder 

crosshairs 32 

description 18 

lights 19 

using 32 



worf^ing distance of flash 1 44 
wrist strap, attaching to 
camera 10 

Z 

zoom 
digital 35 
optical 35 
specifications 143 

Zoom lever, description 17 
Zoom Out and Zoom in 
controls 17 
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web sites for HP 122 
White Balance, setting 4$ 
Windows computer 
connect to 73 
install software 14 
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